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1 Introduction

In this paper about air pollution modelling we emphasize mainly for models on air quality
forecasting which is a challenging scientific problem, which has recently undergone considerable
pressure in many industrialised countries due to the increasing consciousness of the effect, on
health and environment, of the emissions of pollutants, especially volatile organic compounds
(VOC’s) and nitrogen oxides (NO;) into the urban atmospheres. The environmental benefits of
reliable air quality forecasts are obvious : populations can be more efficiently protected by means
of information or real-time emission abatement strategies. The scientific aspects of air-quality
forecasting are also of major scientific interest, since prediction lies at the end of the understan-
ding process. Here, in this presentation we insist about models based on the physical equations
(often called “deterministic models”) driving the chimistry and the transport of pollutants. These
models require numerous accurate input data (emissions, meteorology, input cover) which are
difficult to collect in real time. These latter problems should become less and less significant
with time, due to both increase in computer capabilities and to improvements in the data bases
required for the deterministic approach of forecasting. Evidently the methods presented here are
generic and valid for any problem related to air quality modelling.

Air pollution modelling begins always by modelling atmospheric chemical kinetics systems
which describe chemical reactions between trace gases, such as ozone, nitrogen oxides, methane,
hydrocarbons, etc. One often studies ozone levels in the lower atmosphere, as ozone is dangerous
for humans and animals during short term smog episodes and can damage crops when over
longer seasonals periods levels are too high. Ozone is also a greenhouse gas, similar as methane,
carbon dioxide and other species. Air pollution models are therefore also used in connection with
climate studies. Ozone itself is not emitted but formed in very many different reactions. A nice
introduction to the field of atmospheric chemistry can be found in Graedel and Crutzen [17].
First in this paper we present in the next section a very simple illustration of chemical mechanism
for any tropospheric air pollution model.

Air pollution modelling is based on the assumption of no reciprocal effect of the chemi-
cal species on flow fields (wind velocity, turbulent diffusivity, temperature). After having pre-
processed the flow fields by meteorological computations or parametrizations, ones solves the-
reafter a reaction-advection-diffusion PDE (Partial Differential Equation), the mass continuity
equation, for the concentrations of chemical species :

aa—f + div(VC) = div(KC) + P(C,t) — L(C,1). (1.1)
In this equation, characteristic for the Eulerian approach, C is a vector containing all the
concentrations of all model species depending of x and t, V is the three dimensional wind vector,
K is the turbulent diffusive matrix, and P and L represent production and loss terms due
to chemical reactions, emissions and depositions. The wind field V and the diffusion coefficient
matrix K are given, so that the problem is linear with respect to the transport part ; c represents
a vector of m concentrations of trace gases like ozone, methane, nitrogen oxides, hydrocarbons,
radicals, etc. The chemical reactions between these species are of first of second order, so that
the contribution of the chemical mechanism in terms P and L is quadratically non-linear (it is by
this mechanism that P and L depend on, for a specific concentration specie ¢, the concentrations
of other constituants). Without the chemical mechanism the m equations (1.1) are uncoupled.
Solution methods often used in air pollution modelling follow the method of lines approach.
That’s means the PDE system with its boundary conditions is first discretized in space on a three-
dimensional Eulerian grid, resulting in a huge continuous-time integration Ordinary Differential
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Equation (ODE) system. On the discretized space grid the system of ODE’s is then solved in
time by a numerical integration technique. That is this approach than we principally propose in
this paper.

The major transport mechanism in air pollution models is advective transport in a wind field.
Hence the quality of the advection computation is crucial. In section 3 we consider, for simplicity
of presentation, the modelization of the scalar advection problem in one space dimension. First
we present a survey of finite difference methods with an introduction of concepts, definitions and
tools for the field of the theory, then we propose several finite volume methods in the Godunov
framework, as pioneered by Godunov, van Leer and others (see for instance [23]). The modelling
of the 3D advection problem is presented in the section 4 with a short description of the splitting
methods.

The wide range of the chemical timescale (10~?s for excited oxygen radical O to be compa-
red with several months for methane) induces the well-known stiffness of the resulting equations
as seen in section 2. The time integration of such PDE’s (and the resulting discretized ODE’s)
has then to be performed carefully if a (rather) low CPU cost is required. Furthermore impli-
cit numerical schemes are highly recommended even if they are however associated with CPU
costs which can remain large (due to inversions of matrices whose dimension is large : currently
the number m of constituants is about one hundred). Due to the dimension and stiffness of
the ODE’s system together which the great number of cells in 3D, ODE integrators based on
standard numerical routines are not feasible in a operational way.

This has led to the use of special time integration techniques dedicated to this problem.

We present in section 5 a survey of numerical integration techniques for ODEs, introducing
the usual definitions and notions (the essential notion of stiffness). We show that implicit methods
are convenient for stiff problems (the chemical kinetic system for pollution is stiff). We begin
by standard onestep methods : the explicit Euler method (the forward Euler method) and the
implicit Euler method (the backward Euler method) by which we introduce consistency (and
order), stability (in particular the important A-stability definition) and convergence notions.
We carry on multisteps methods with order greater than one : Adams methods and Backward
Differentiation Formula (BDF method). The more robust method is the BDF2 method : it is
the optimal order for multisteps methods (the order two) which hold the convenient A-stability
property.

Due to the production-loss form of the ODE’s (taking into account the discretization of the
PDE’s) descended from the chemical mechanism, specific methods have been dedicated. The
well-known QSSA method, long ago already advocated by Hessvedt and co-workers [21], is a
traditionnal tool for modelling the chemistry, but its use ask sometimes a know-how not very
easy to learn and justify ; in order to be efficient the scheme must be heavily tuned by “lumping”.
An other way is to use a BDF method (implicit by construction and well-suited for stiff problems)
and adapt it to the special form of the chemistry modelling, for instance the BDF2 method can be
write in a particular form ; the resulting implicit scheme can be solved by a Gauss-Seidel process.
These algorithm (BDF2 applied to production-loss form, with resolution of the implicit scheme
by Gauss-Seidel), is proposed by Verwer [38] like the TWOSTEP method. This TWOSTEP
method is more or less comparable to the QSSA method. The TWOSTEP and QSSA methods
are presented in the subsection 5.3.

Finally in a last section we present one example of the modelling of the air pollution problem :
the CHIMERE software. By that we precise one possible chemical mechanism, together with the
emissions and dry depositions modelling. The advection, diffusion mechanisms and boundary
layer (where essentially the pollution exits, furthermore it is the domain of interest for health
and environment) modelling are also described with any details. Taking into account the ad-
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vection and diffusion operators together with the chemical mechanisms (included emissions and
deposition), the resulting ODE’s system is solved by TWOSTEP.

Evidently a good approach is the search for efficient numerical solvers with a good compromise
between accuracy and CPU requirements. We hope that this presentation give any possibilities
for that.

2 A fundamental chemical kinetics system

Consider the following reactions which are basic to any tropospheric air pollution model :

k
NOy+hv —5 NO+O03F)

k
OCFY+ 0y =2 04 (2.1)

k
NO + O3 —3) Oy + NOy

In this system O(3F) is the oxygen atom in its fundamental state. The second equation is
the single way for formation of ozone. The first equation is the principal source for O(3F) by
photolyze of nitrogen dioxide (NO3) in the troposphere. Finally the ozone formation is balanced
simultaneously by its reaction with nitrogen monoxyde (NO) with formation of NOz. We note
that the ozone formation is associated to its principal trap INO. In normal situation NO, N Oy and
O(3P) are in equilibrium and the ozone concentration is moderated. The formation of high ozone
concentrations require therefore a mecanism which consume quickly NO and regenerate NOs. In
pollutant environment this is realized by coupling NO|N Oz cycle with weathering hydrocarbons
(HC) : attacked by a hydroxyl radical (OH) the HC undergoes at alkyl radical (R) which, by
a sequence of quick reactions with air-oxygen, produce peroxy radical (RO2) and hydroperoxyl
radical (HO2) whom, in turn, quickly oxydate NO to NOs with radical OH regeneration. These
oxydation reaction from NO to NOs short-circuit those for NO by O3 (see (2.1)) and ozone can
accumulate it.

The motor of this complex chemistry is therefore the photolysis of any species (O3, NOs,
etc.). By which it is during intensive solar irradiation that high levels of ozone can be met. But
this condition is not sufficient : it is also necessary that the precursors sources let be sufficiently
important, especially in HC' and that the atmospheric dynamic favor the accumulation for pre-
cursors and products with a weak dispersion and dilution. Therefore it is during anticyclonique
period that pollution episode are the more frequent.

An other good reference for the chemistry of the troposphere can be found in Seinfeld and
Pandis [29].

It is useful for illustration to show the associated ODE system. Putting c¢; = [O(3F)], ca =
[NOJ, c3 = [NOz2], ¢4 = [O3], the dynamic of the species in (2.1) is governed by :

&1 = kics —kaca

62 = k103 - k362€4
63 == k36204 — k103
e = kacr — kzeacq

The unit for time is seconds and for concentrations number of molecules per cm?. Note that
oxygen is taken constant, which is a natural assumption. Typically, the first of the reactions is
photochemical, giving rise to rapid changes in concentrations values in sunset and sunrise.
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3 Modelling of linear advection in 1D.

For simplicity of presentation we start with the scalar advection problem in one space di-
mension. We consider the transport of one pollutant, for instance the ozone. We note a = [O3]
the concentration of ozone. The advection in one space dimension of this pollutant, during the
interval [0,T[ is given by the following linear hyperbolic equation (wrote in the conservative
form), called also transport equation, to which we add an initial concentration ; the overall cauchy
problem is consequently the following one.

Given a field of initial concentrations ag, a velocity wind u and a time T > 0, we want to
calculate a(zx,t) such that :

a d(au
{%+gg =0 V(z,t) € Rx[0,T] (3.1)

a(z,0) = ag(x) Ve € R

Evidently the pratical resolution of this equation is made on a finite domain of R. The fact
that (3.1) is linear in space implies that the transport does not involve more irregularity that
the initial condition. In the following we present the two numerical methods which are using to
solve (3.1) : the finite difference method and the finite volume method.

3.1 Finite difference methods
3.1.1 Generalities

We present rapidly the concepts of the finite difference method. To simplify this presentation
we consider in all this section 3.1 that u is a constant given data, then the partial derivative
equation in (3.1) becomes

Oa 0Oa
ot " "oz

we suppose also that the initial data ag is sufficiently regular and that ag is periodic with period
L. This periodicity hypothesis is not crucial but it allows to limit in practice the numerical
calculation of (3.1) to a bounded interval. We know that the exact solution of the problem (3.1)
is given by a(z,t) = ag(z — ut) (given by the characteristic method (see one next paragraph) in
this linear case).

=0 Y(z,t) € Rx[0,T] (3.2)

Definition of a regular mesh. We introduce now a regular mesh of the domain [0,L] x RT
with steps At and Az respectivly in space and time (see figure 1), with Az = %, the integer M
defines the number of nodes of the mesh in the interval |0,L[. For j € {1,2,...., M} and n € N,
we note z; = jAz, t" = nAt and a}' an approximation of the true solution a(z;,t") at point z;

and at time ¢" with similar approximations for all others index ¢ and exponent n.

At

X
0 Az

F1aG. 1 — Discrete network of the points (jAz,nAt) (j € Z and n € N) for finite difference approximation.
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Characteristic method. For the advection equation (3.1) the characteristic method shows us
that the solution is constant on all straight line  — ut = Constant, because the exact solution
is given by a(z,t) = ag(z — ut). The solution at any point (Z,%) depends on the initial data
ag only at a single point, namely the point £y = T — ut such that the point (Z,%) lies on the
characteristic from Z3. We could change the initial data at any point other than xy without
affecting the solution a(Z,t). The set D(Z,t) = {fp} is called the domain of dependance of
the point (Z,t). Here this domain consists of the single point .
In particular we have for the exact solution of (3.1)

a(z;, ") = a(z; — uAt, ") (3.3)

forallie ZandneN .
We are going to see that (3.3) allows to build any numerical method. First define the Courant
number

=u— A4
v=ur (3-4)

Consider the characteristic passing through the point (z;, #"!). The integer part of |v| is
equal to the number of meshes this characteristic meet between times t* and #"*1.

(n+1)At

nAt

z; — uAd|

i1 i i+1

FI1G. 2 — Characteristic passing through the point (x;, t"*1).

More precisely, if v is an integer, the point (z; — uAt,t") is a mesh point : then by noting
v =k € Z, one has z; — uAt = z;_;, and the exact solution of (3.1) satisfies

a(zi, ") = a(z;_4,t"),Vi € Z,¥n € N (3.5)

and the numerical scheme a** = o , is then exact!

More generally when the Courant number v is not an integer, let be k the single relative
integer such that £ < v < k+1. The point z; — uAt is then located in the [z; k_1,z; ] interval;
more precisely, one checks easily that one has :

z; —ult = (1= (v = k))zi—g + (v — k) @ik (3.6)

We can then compute an approached value of a(z; — uAt,t") by a linear interpolation in the
[€i—g—1,Ti—k] interval :

a(z; — ult, ") = (1 = (v = k))a(zik,t") + (v — K)a(zip—1,1") (3.7)
Thanks to (3.3), the approached relation (3.7) suggests to consider the numerical scheme

At = (1 (v — B)aly + (v — k)l 4, (3.8)

2

for k<v= u% <k+1,k € Z, (3.8) is a linear interpolation formula.
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We call (3.8) the characteristic scheme with linear interpolation on a mesh.
Now suppose u > 0 and v < 1, by the previous definition of k, kK = 0. Then the equation
(3.8) becomes :

a = (1 -v)al +val, (3.9)

by definition of v. By that we obtain, taking into account the definition of v, a very simple finite
difference scheme called the left one-sided scheme (see figure 3) :

atl =al — ui—i (af —al4) (3.10)

N.B. : In fact it is possible to exhibit naively a formula like (3.10). Perhaps a condition
like u > 0, by physical consideration seems a natural one. But it is not so natural to imagine a
condition like v < 1. It is not necessary to suppose a priori this condition for write (3.10), and
we can thing that this condition is superfluous. In fact it is necessary because it is under this
condition that this scheme is efficient (see sous-paragraph : The CFL condition).e

This method is called explicit : we obtain directly the discrete solution without inversing,
for instance, a matrix. We could think that it is useless to develop a numerical method for a
problem whose solution is known but it is particularly useful to appreciate the numerical solution
in respect to the true solution and to prove convergence results before any generalization of this
method for more complex problems whose the exact solution is unknown.

n+l

ut At

. ® e "
-1 j

Azx

F1G. 3 — Left one-sided scheme. One interpolate the value, at the feet of the characteristic, with help of
know values at the two neighbouring points of the grid.

The CFL condition. Courant, Friedrichs and Lewy recognized, in 1928, that a necessary
stability condition for any numerical method is that the domain of dependance of the finite diffe-
rence method should include the domain of dependance of the advection equation (it is true for
other certain Partial Differential Equations (PDEs)), at least in the limit as At¢, Az — 0. This
condition is known as the CFL condition after Courant, Friedrichs and Lewy.

For the left one-sided scheme with 0 < v < 1 we know the domain of dependance. The value
a? depends on values a?fl and a?:ll at time ¢"~!. These values depend on a;‘*Q, a?:f and a?:;
at time t"~2. Continuing back to ¢ = 0 we see that the solution at " depends only on initial data
at the points z;;4 for ¢ = —n, ..., 0, so that it is possible to exhibit (see figure 4) the numerical

dependance cone for the left on-sided scheme (3.10), under the condition

At
<u— <1 :
0<ur <1 (3.11)
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nAf|

F1G. 4 — Numerical dependance cone for the left one-sided scheme (3.10). The stability condition 0 <

uﬁ—; < 1 means that the characteristic line passing through (iAz, nAt) is inside this numerical

dependance cone.

The CFL condition is only a necessary condition for stability, not sufficient (see subsection
7.0.2 for the unstability of the centered scheme). We shall see also in subsection 7.0.2 that the
CFL condition (3.11) is sufficient for stability for the left one-sided scheme.

Discrete maximum principle. First note that, as the exact solution of the problem (3.1) is
given by a(z,t) = ag(x — ut), it is obvious that this solution satisfies the following maximum
principle :

inf ao(§) < a(z,t) < supao(§), V(z,t) eERxRy.
§eR £€R

It is desirable that the numerical solution verifies similar discrete inequalities.

For instance, it is easy to prove that the left one sided scheme (3.10) satisfies these inequali-
ties; it is true under the condition (3.11).

We know (see (3.9)) that the left one-sided scheme can be wrote under the form

a?“ =(1—-v)a} +va} ;.

Under the condition (3.11), the coefficients (1 — v) and v are positive, which implies easily
the following inequalities :
min(a?,a? ;) < ! < max(a?,al ;), (3.12)
and, by an easy recurrence, we deduce :

infa) < a? < supa), Vi € Z,¥n e N. (3.13)

The discrete maximum principle is well verified.

3.1.2 Other finite difference methods

Suppose now v < 0 and v > —1, that means —1 < v < 0 and by the previous definition in
paragraph 3.1.1 of k, k = —1. Then the equation (3.8) becomes :

a ™ = (1 +v)al — val,, (3.14)

and we obtain, by definition of v the right one-sided method

At n
ajtt = af - A (afy1 — af) (3.15)
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Remark 1. : One call upwind scheme or one-sided scheme the left one-sided scheme (3.10) if
u > 0 or the right one-sided scheme (3.15) if u < 0. The one-sided scheme is wrote :

n+1 n an_aﬁ;l .
4 _ { _ 1 1 >
a; a; — uaﬂ Afan Zf vz 0 (316)
At p LY if <0

We can write this scheme on the following form :

ntl _ gn O— no— gt
% + max(u, O)aZT;LZ_l + min(u, 0)% =0.e (3.17)
By taking half the sum of (3.10) and (3.15) we obtain the centered scheme :
At [(a} , —a}
1 +1 -1

Unfortunately, despite the quite natural derivation of this method, it suffers surprisingly
from severe stability problems and is useless in practice. This scheme does not verify the discrete
maximum principle (describe in the previous sub-section 3.1.1) and the [? stability (see the sub-
section 7.0.2) and does not converge in the associate norm. For these reasons we does not specify
for (3.18) the efficient sign of w.

Another classical scheme is obtained by replacing in (3.18) a7 by half the sum of af, ; and
a;’_,. Hence we obtain the Laz-Friedrichs scheme :

al | +a At
a;zﬂ _ Gy : i1 us— (a’?-i-l _ G?_1) ) (3.19)

2 2
We do now the classical notations a;(= 24&8)) g, (= 2 gg’t)), gz (= %).

Starting from a limited Taylor series expansion :

1
a(z,t + At) = a(z,t) + Atay(z,t) + EAtQatt(:c,t) e (3.20)
we do the observation that from a; = —ua,, we can compute :
G = — UGy = —UGy = —u(—Uay)y = Uagy, (3.21)

so that (3.20) becomes :
1
a(z,t + At) = a(z,t) — ultay(z,t) + iAtQUQGM(x,t) +ee, (3.22)

approximating the derivative a; and a;, by centered difference, and retaining only the first three
terms of (3.22) we obtain the following Laz- Wendroff scheme :

At At (a?,; — 2a7 +a? )
ntl = o — UsAg (afyy —aly) —u? 5 &= Aa; =L (3.23)

a
We write also a three level scheme in time, the leap-frog scheme

ntl _ gl _ UQAt

a; 7 E(

a?_H — a?_l) . (324)
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This scheme is found from Taylor expansions up to the order two for the partial derivatives

at and ag(= %). From these expansions we can write :
an+1 — anfl a® . —al
% 7 i+1 i—1
=0 3.25
oAt T 2z ’ (3.25)
and (3.24) is an other writing of (3.25). The word “leap” says that we calculate ai't* from a}~"

by jumping the values at time ¢t". Methods involving more than two levels require more storage
and require special startup procedures, since initially only one level of data is known.

All the previous schemes are explicit. Then we shall end this enumeration by writing two
implicit schemes, the centered implicit scheme

At
a;“’l =a] — UsAg (a?fll - a?j'll) , (3.26)
and the totally implicit centered scheme
At a,n'i_l — anj—l a . — a,n_
a?}—{—l — (len —u= +1 1—1 + i+1 1—1 ) (327)
t 2 2Azx 2Azx

For the implicit schemes the solution is obtained by the inversion of an evident matrix.
Implicit methods are rarely used for time-dependent hyperbolic problem.

Remark 2. : All this schemes are composed of M equations (for the M unknowns a?ﬂ with

1 <i< M). In all the cases the periodicity hypotesis means that a]' and a™ are defined modulo

%
L A ) n __ ,n n+l _  n+l n+l _  n+l
M, that is ay = ajyy , af =aj;yy , ay =ap; anday’ =ap,.®

3.1.3 Consistency and precision : local truncation error
Taking for instance the left one-sided scheme, we can state the following definition and lemma

Definition 1. One says that the scheme

n+1 n_ n
A 329
define a consistent approximation for the partial derivative operator
0 0
a1 + u%,
if, for all function v = v(x,t) sufficiently reqular, the difference
(“(””’ bt AA’fi —a@t) 0@ - “A(;” - A“’) — (ay + uas) (2, 1), (3.29)

tends to zero when Az and At tend independtly to zero.
The difference (3.29) is called the local truncation error (for the function a).
Furthemore one says that the scheme (3.28) define a precise approzimation to the order p in
space and to the order q in time for the operator

L)
ot or’
if and only if, for all reqular function a, the local truncation error (3.29) tend to zero like O(AxP+

At?) when Az and At tend independtly to zero.e



3 MODELLING OF LINEAR ADVECTION IN 1D. 11

Lemma 1. The left one-sided scheme (3.10) is consistant, precise to the order one in space and
time, for the advection equation approzimation (a; + uaz)(z,t).

Proof It suffices to write Taylor expansions. For all function @ in the class C2, we easily obtain
a(z,t + At) — a(z,t) n a(z,t) —a(z — Az, t)
U
At Azx

At A
= Sau(st+0,) - UT‘”am(x — 0, 1), (3.30)

— (a¢ + uag)(z,t)

with 0 < 0; < At,0< 0, < Az. QE.D. o
Often the complete proof of these truncation errors is omitted.

One check that for all the previous schemes the truncation error is given by the following
array :

‘ Schemes ‘ Truncation Error ‘

Left One Sided (3.10) O(Az + At)

Right One Sided (3.15) O(Az + At)
Centered (3.18) O(Az? + At)
Lax-Friedrichs (3.19) O(AA—“;Z + At)
Lax-Wendroff (3.23) O(Az? + At?)
Leap-Frog (3.24) O(Az? + At?)
Centered Implicit (3.26) O(Az? + At)
Totally Centered Implicit (3.27) | O(Az? + At?)

Like in the previous array, the truncation error is written with the notation O. Hence it is
useful to justify it.

Definition 2. Let be two functions f and g that we are studying, for instance, when x — xg.
We write :

f=0(g) (when =z — xzp), (3.31)
if it exists a function h, defined for |x — xo| sufficiently small, such that :
f(z) =g(z)h(z) with h bounded. (3.32)
f

If g(z) # 0 for |z — x| sufficiently small, the previous definition means that L is bounded for

|z — x| sufficiently small.e

g

3.1.4 Fourier analysis. Stability /> and convergence in this norm.

The problem is now to prove the convergence of the previous schemes. Generally to prove
the convergence of a scheme it is useful to use the fundamental Lax theorem (see for instance
[23] p.107). This fundamental convergence theorem for linear difference methods says that for a
consistent linear method, stability is necessary and sufficient for convergence. Noting

e = (e?)lgng and e = aj — a(z;,t").
We can first define the [*°-norm by

| €" |loo= sup |€]|.
J



3 MODELLING OF LINEAR ADVECTION IN 1D. 12

Ideally one might hope for convergence in this norm but it is unrealistic in approximating
discontinuous solutions. The pointwise error in the neighbooring of a discontinuity typically does
not go to zero uniformly as the grid is refined even though the numerical results may be perfectly
satisfactory. So a more popular norm is the /2-norm define by

M

2,1

e o= (Az S [er ).
=1

The convergence property means that, in a certain norm (generally in the [2-norm), || €” ||
tends towards zero when Az, At — 0. For instance we have the precise following result :

Proposition 1. When 0 < v < 1, the left one-sided scheme (3.10) converge in the 1> norm : if
the solution of (3.1) is sufficiently regular, then for all T >0 :

lim (sup || " ||2) =0.e (3.33)

Az, At—=0 \ yn<

The following board shows the [?-stability for the two-level (in time) schemes.

‘ Schemes ‘ I2- stability ‘
Left One sided (3.10) Yes, only ifu >0and 0 <v <1
Centered (3.18) No, whatever the v value , except v =0
Lax-Friedrichs (3.19) Yes, under the condition |v| <1
Lax-Wendroff (3.23) Yes, under the condition |v| <1
Centered Implicit (3.26) Yes, whatever the v value

The Lax theorem, with the consistency and the I2-stability properties, gives the possible
convergence of any scheme.

3.2 Finite volume method.

For the pollution problem, the datas are given in surface and/or volume averages. It is ap-
propiate, at least for this reason, to use finite volume method. In the finite difference method
the number of knots should be too big, with a location of these incompatible with the datas. In
practice the speed u is not constant and we ought to consider now the conservative formu-
lation (3.1). The aim is to generalize the upwind scheme and other schemes by the godunov
method which is the right way to proceed. Indeed we know that the use of conservative nu-
merical methods preserve us against the convergence of the method towards a non-solution of
(3.1) (in the nonlinear case). The finite volume method that we are using is a particular case of
conservative methods. Naturally in this framework we can define methods with different orders
in space. We know that first-order methods have the drawback to be diffusive. The use of greatest
order methods restore less diffusive schemes but produces eventually spurious oscillations in the
vicinity of pollution propagation front; we say that these methods are dispersive. Fortunately
these oscillations can be controlled by the use of slopes limitors.

The finite volume method is the framework of the original Godunov scheme and this scheme is
the illustration of many others schemes, like MUSCL (see the subsection 3.3.2) or PPM (Piecewise
Parabolic Method) (see the subsection 3.3.3), named by extension of Godunov-type. MUSCL and
PPM are methods of order greater than one, for which the slope limitor technique, running with



3 MODELLING OF LINEAR ADVECTION IN 1D. 13

any improvements in their employment, secures the control of the spurious oscillations making
the scheme TVD (Total Variation Diminushing)(see [23] p. 131, for definition). This important
property is at least necessary for proof the convergence (by the Lax-Wendroff theorem, see for
instance LeVeque [23] p.130) of the numerical solution to the solution of the conservation law
(3.1) (see also the following remark 5).

3.2.1 Formulation of the finite volume method.

Rapidly we describe the finite volume method (see [23]) applied to the conservative form
of the transport equation in one dimension in space. First we divise the spatial domain in cells
called finite or controls volumes, this corresponds in one dimension to a partition of [0, L] C R by
intervals, on the other hand one built discrete equations from the integral form ot the equation.

.. +1 .. +

Let be ([a:i_%,wi+%[ )z‘GZ a partition of [0, L], and ([t",¢" 1] )nEN a regular partition of R*.

We define steps of time and space respectively written At = t"t! — " and Az; = Tyl — T, 1,
2 2
the middle points z; = % (:1:17% + CL‘H_%) and the control volume ; = [$i7%a$z’+%[-

By integrating (3.1) on ;x ]#",#"*1[, by Fubini, by an easy calculation we obtain the inte-
gral form of the conservation law :

e B (o). o3
where we define the exact flux by :
1 e
= /t w0t (3.35)
and the average values of the exact solution, at the time ¢, on each cell by :
ar = Aix /:t’i‘ a(z, 1) dz. (3.36)

2

The finite volume method consists in calculating approximations a; of the a for any time
t™ and any control interval 2;. Fluxes F are practically unknown and we ought necessarily to do
an approximation such as (3.37) of it. The approximated fluxes depend only on the approximate
solution A" = (af); . 5. We define by A" the set of the discrete average values of the solution
calculated at time ¢". Thus we should define the numerical flux functions F such that :

Fiypy (A7) = Fs (3.37)
Finally to calculate the discrete average values (on each cell at time t"!) we write :
At [~ ~
1
a}t = a} — - (FH% (A™) = F,_s (A")) . (3.38)

This equation is the finite volume formulation of the problem and belongs to the general
framework of conservative schemes. In fact the conservative property means that the mass of
specie A (with concentration @) is preserved (when time ¢ move from " to ¢"*!) only according
to the boundaries conditions.

Remark 3. : It is necessary to keep in mind that a]' are now box average approzimations of the
field a(-,t) and not point values of this field. It is coherent with the fact that the initial condition
s only given in average form by measurements in the physical ground.e
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3.2.2 Concepts for the finite volume method.

In order to prove the convergence of this class of methods, the definitions of new concepts
are necessary : principally the conservative and consistency notions for a finite volume scheme.

Conservative scheme. To guarantee that the numerical method do not converge to non-
solutions (see an example in [23], p.123 in a non-linear case (Burgers equation)), it turns out
that it exists a very simple and natural requirement we can impose on our numerical method. One
says that the schemes are conservative in the following sense (it is directly inspired from (3.38)) :

Definition 3. : A finite volume scheme is conservative if and only if it exists a function F of
p+q+1 arguments such that the scheme can be written on the form :

n+1 n n n n _ n n n
P e Fa} ,,a7 ,y1,-ay,) —Flal , 6] .0, )

At Az;

the function F is called the numerical flux function. e

a

=0, (3.39)

In the simplest case p=0 and q=1 , so that F is a function of only two variables, we have a
three points explicit finite volume scheme, and (3.39) becomes

att — ay n F(“?a“?ﬂ) — F(a} ,a})

! =0. 3.40
At Awi ( )

Then 13’Z = F(a},a?, ;) is the numerical flux between the €2; and ;4 cells, and it is an

approximation of the exact flux (3.35). By the way it is more convenient to rewrite (3.38). For
example in the case p=0 and gq=1, the finite volume formulation is :

? t A.’Ez

(F(a},a},1) — Fla}y,a})) - (3.41)

Consistent scheme. The definition of the consistency given in the previous subsection 3.1.3
for finite difference schemes and regular solutions is not usable. First because, for conservative
non-linear laws, the solutions can be discontinuous and then Taylor expansions do not allow to
study the consistency ; on the other hand Taylor expansions use point values and we are working
with average values, it seems it is less convenient. We suppose that the state a takes its values
in a domain K C R. The “good” consistency notion is the following :

Definition 4. : The conservative scheme (3.41) is said to be consistent with the equation (3.1)
if and only if the numerical fluz function verifies :

F@,a) =au,  Vac Ke (3.42)

That means the numerical flux function F is reduced to the true flux au in the case of constant
state, i.e. when a(z,t) = a = constant.

Remark 4. : More generally the consistency definition for all p and q is written :

F (a,a,...,a) = au, Va € Ke (3.43)
N ——
(p+q+1 terms)
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Remark 5. : The use of conservative and consistent schemes prevents the convergence of the
numerical solution towards a “bad” solution of the problem (for instance towards a solution with
shock moving with a “bad” speed). The Laz-Wendroff theorem justifies this result in the more
general framework

wy + (f(w))a: =0.

where fis non linear. This qualifies the pertinence of the consistency and conservative definitions.
We don’t give the details in this framework because it is then necessary to introduce the notion of
weak solution valid for discontinuous solution. In the case of the linear advection equation the
weak solution is unique. Furthermore for the pollution problem the solution doesn’t really present
shocks discontinuities and the notion of weak solution is not appropiate (the weak solution is the
solution of the equation when the solution is discontinuous).

We will see that the next Godunov schemes are conservative and consistent.

3.2.3 Godunov type methods : General principle and practice

In 1959, Godunov proposed a way to make use of the characteristic information within the fra-
mework of a conservative method type finite volume method. Furthermore the Godunov method
is the good making for formally generalize the upwind method seen in subsubsection 3.1.2.

The principal aim is to calculate numerical flux functions FZ 41 = F(a},a}, ;) which appear

in (3.41), we are using the Godunov method for that.

General principle. Let us recall first that Godunov-type schemes for scalar conservation laws
can be seen (Harten [18], LeVeque [23] p.138) as a sequence of three steps :

Step 1. Reconstruction : given the cell averages (al);cz, construct a function a"(z) which pre-
serves these cell-averages :

1 Tivd
VieZ, E/ *a" (z) dr = al. (3.44)
iJx

il
2
Step 2. Solution : solve exactly the conservation law on [t",#"!] with @"(z) as the initial

datum, thus obtain a solution a(z,t"*!) at time ¢"1. For the transport equation this step
consists solving the following Cauchy problem :

% + 3% (@u) = 0
(3.45)

n+1
7

altl = 1 /wH% a(z, ") dzx
k Az; J, ’

Step 3. Cell averaging : define (a?*');cz as the cell averages of the function a(-,#**1) :

In all the sequel (we will see for instance in subsubsections 3.3.1, 3.3.2 and 3.3.3 the reason of
this condition ; furthermore we know it is a standard one for an explicit scheme associates to an
evolution equation where exits always a stability condition) we impose furthermore a stepsize
restriction :

4 ’I:, _A-'I»'i—f—l S ’U,?_'_% At S A.’E,’ (346)
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where we put for the wind :

u?_% = u(z H_l,t )-

In other words from the numerical values of the solution at time ¢" we built a function a”
which preserves the cell averages (in the original Godunov’s method this function a" is a piecewise
constant function with @ (z) = a?.) that we actualize during a timestep on [t",#""!] in solving
exactly the problem (3.45), then we project the function obtained at time ¢t"*! on the space of
constant function by cells.

Practice of this method. Two problems are open in this presentation for using the Godunov
type method.

— «a) The numerical flux is not still defined in the equation (3.38),

— f) the exact resolution of (3.45) is not obvious a priori.
Response to the problem «).

In applying the step 2, the exact solution of (3.45) is known. Now it is easy to see that the
previous steps 1 and 3 transform (3.34) in (3.38), where the numerical flux ﬁ’Z +1 is given by :

tn-‘,—l

Fooy (A") = Alt / (@) (a1, 0) (3.47)

41
2

Hence the Godunov type method can be written under the form of a conservative scheme
after the three previous phases (reconstruction, resolution and cell averaging calculations).
Response to the problem (3).

To solve exactly the problem (3.45) we suppose first that the wind u is constant (i.e. uniform
and permanent). Without lack of generality we can suppose that a" is locally integrable. For all
the following methods that we will consider this hypothesis is true. Therefore we can solve (3.45)
by the characteristics, that yields :

Vz eR, Vte [t" "], a(z,t) =a" (z —u (t—t")),

hence, using (3.47) and the change of variable z = z, u (t —t"), we have :

1 —
i+3

+1
+3

1 [%i+}
A" = / ? a” (z) dz. 3.48
(A™) = A e (z) (3.48)

For a speed wind u not constant we are unable to solve (3.45) numerically with exactitude
(theoretically it is possible with a few hypothesis for u). Here we suppose only u sufficiently
regular to do the approximation :

VxEV(:vH_%), Vte 1", u(z,t) = ulz H_1,1&") (3.49)

and we put, thanks to (3.48) :

Fyps (A") = i/w”% i (z) da. (3.50)

F, 1 (A™) is a function of A", because function G" is also define from A",

41
+3

We shall see, precisely in subsubsection 3.3.1, that it is not possible to solve exactly (therefore
with unicity) (3.45) without the CFL condition (3.46).



3 MODELLING OF LINEAR ADVECTION IN 1D. 17

Remark 6. : A synthetic formulation
In defining ®,, by :

N

Z; 2

vui at s (<2 (B a0y )

1EZ
the Godunov type scheme is spelt :

A" = (Id+ ®,) (A7) (3.51)

For our transport problem the application @, is linear.e

3.3 Godunov type methods.

We present in this context a few exemples of Godunov schemes :

— the Godunov scheme, the oldest and also the simplest ;

— the minmod scheme, which is an extension of the previous method; this method is a

particular case of MUSCL schemes introduced by Van Leer.

— the PPM method, extension still more elaborated.

That is really not a complete review of the Godunov type methods, for instance ENO (Es-
sentially Non-Oscillatory) schemes have been introduced in this context by Harten [19], Harten
and al. [18], Shu and al. [30] .

All the following methods differ only by the reconstruction algorithm.

3.3.1 The first Godunov method.

We build the function a™ by putting
Vi, Vz € Q; = [37if%’$z'+§[a a"(zr) = ay. (3.52)

Remark 7. : We verify (see figure 5) that in the original Godunov method, a" is a staircase
function.e

=i

"(x)

n
Ait1

I

T, 1 Ty 1 T, 3
i—3 +5 i+5

F1G. 5 — Field discretization at time ¢".

By direct calculation of the integral (3.50), taking into account the CFL condition (3.46), we
can completely explicite the flux function for the original Godunov method with respect to the
a;’. We have :
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n n 3 n
) U1 O if ] %ZO
Frps (A7) = F(al,a}y) = (3.53)
n n - n
Ui it 1fui+%<0

N.B. : It is possible to give an explicit expression for the flux, without ambiguity, only if the
CFL condition is verified. See also comments about this CFL condition in subsubsection 3.1.1.e

From (3.38), for ul s >0 (resp. wl 1y < 0) we find again the left one-sided method (3.10)
2 2

(resp. the right one-sided method (3.15)).
We verify immediatly that the Godunov method is conservative. Numerical flux (in (3.41))

F'is given by ' , ai or u? , ai' taking into account the sign of »? ,, and the overall original
2 2 2

Godunov scheme depends only on two values, and verifies the consistent relation F(a,a) = au.
The original Godunov scheme is conservative and consistent under the CFL condition (3.46).

3.3.2 The minmod scheme (MUSCL).

The idea is to improve the reconstruction phase, by using now a function a” affine by
steps such that (3.44) is still true . For that we define a slope o7 on each cell [z;_1,z;,1[, and
we put :

Vi, Vx € [mi_%,xH%[, a"(z) = a} + o} (z — ;) (3.54)

then (3.44) is evidently true by definition of z; (z; = 3 (aczf% + mh%) ).

Furthermore we should limite the slopes o7 by a “slope-limitor”. A simple choice of slopes,
such that the associated reconstruction let be TVD is given by minmod (|23], pp. 183-187) .

This type of method was initially introduced by B. Van Leer (see for instance [35] and [36])
under the appellation of MUSCL (Monotonic Upstream-centered Scheme for Conservation Laws)
scheme.

The flux function for the minmod scheme is always given by (3.50). Taking into account the

CFL condition (3.46), starting from (3.54), like in the subsection 3.3.1 we verify that, for u? >0
the integration domain for (3.50) is included in [z;_1,z;,1[ and @"(z) = af + o} (z — z;);
2 2

likewise if u? , < 0, then the integration domain for (3.50) is included in [z, 1,7, +%] and

a"(z) = a},; + 07,1 (z — zi11). Then by elementary integral calculations we find that :

[ if uf;y 20 then
nLal+ L (1—-v)ut, Az o? where v = My
Fap(amy={ a2 3 AT A
2 it u::% <0 then
n n 1 n n — uln"‘% A
| Uil % T s (1+v) Uil Aziy1 07y where v = z—

We verify directly that the MUSCL scheme is conservative (the numerical flux F depends of
two values (in the original Godunov scheme it depends on one value) and the overall scheme can
depend on four values). It is also easy to see that F'(a,a) = au and the consistency condition is
satisfied with respect to the CFL condition (3.46).
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3.3.3 The PPM method

Developped by Collela and Woodward [5] since 1984, the PPM (Piecewise Parabolic Method)
method is also an extension of the original Godunov method, we do the reconstruction piecewise
parabolic : on each cell ;, a" is a second degree polynomial. The art of this reconstruction is
the pertinent choice of the coefficients of this polynomial, essentially made by appropriate values
of this polynomial (see (3.62)) at the boundary of ;.

The reconstruction PPM. It is easy to see that there is an unique polynomial P; of degree
two with given average a on [z,_1,T;, 1 [ and given values at x,;_ 1 and z, 1. One find
2

P; (:L‘) = PZ(LL‘,L_%) + Aa; Xz + a6 Xz (1 - X,) (3.55)

Where X; is defined by X; = ALIZ(:E - xi_%), Aa; by Aa; = Pi(:vH_%) - Pi(:vz-_%) and finally
ag; by ag; =6 (a? -3 (PZ(iL‘Z_%) + PZ(wH_%)))

For our polynomial reconstruction we put naturally

Vi, Vz € [Ii—%’wi—k%[’ dn(x) = R(.Z‘) (3'56)

Thus the condition (3.44) shall be evidently satisfied.
The problem now is to furnish point values at T 1 and ;. 1 for P; to determine it.

A first approximation. We want to obtain, for each i, an approximation a; 1 of a(w;, 1 "),
41 and time ¢".
2
Systematically the method works with averages ai |, a7, af' | et a';, respectively on the
cells [$i—g’$i—%[ , [a:ifé,:cﬂ_%[, [:cH_%,mH_%[ and [$i+%’$i+g[' There is an unique polynomial

R, .1 € R*[X] which satisfies this averages on this intervals.
2

value of the exact solution at the point x;

Then we put Qi = RH_%(:EH_%)-

After heavy and skillful calculations (it is not possible to give in this framework a simple idea
of the demonstration) to get visible the slopes (like (a?,; — a?*)) and average slopes (like da;) we
can find :

1

L — aln —an + .

Az; + Axi—i—l ( i ! ) Zi:—l A.Ti+k
2 Azx; Az; Az;_ Azx; Ax; Az;

% { .331 =77z'—|—1 |: wz. 1+ .372 _ -'L'zjl—l + 33'z+2:| (0?4.1 _ a?) (3‘57)
Az + Az |2Ax;+ Azip1 Az + 2 Az

Aziy1 + Aziyo Sa
Az; +2Azi00

_ n
ai_i_%—az- +

- Az + Az
‘2 Ax; + Aziyq

where da; is defined for all indices ¢ by :

—-Az

dajr1 + Az

(Sai

Ax; [2 Az;_1+ Az;

— 0o
Az + Az + Az | Az + Az (af1 —af) +

(3.58)

Az; +2 Az ( n_ gn )
Az, 1+ Ax; ! i1
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Remark 8. : If all stepsizes in space are constant we find that

It appears that da; can be interpreted like the arithmetic mean of slopes. In the general case
we can only say that we have an average.e

Remark 9. : In the case of constant stepsize in space, (3.57) gives

7 1
%+1 =% (af +al,) — 12 (afyy +aiy) (3.60)

This formula alone is out of interest in practice.e

A first correction algorithm. This first approximation doesn’t insure against over- or un-
dershooting of the reconstructed polynomial " (). We see from (3.57) that a,__ 1 does not belong
necessarily to the set of values defined by a}' and a7, , this property being at least desirable if we
want the reconstruction algorithm and PPM itself to have good properties. A sufficient condition
for that is to remplace da; by d,,a; defined by :

if (a, —a?) (a?—a? ;) >0 then

min (|6as|, 2 [a? — a? |, 2]al,, — a?|) sgn (6a;)

if (afy, — ) (a7 —a 1) <O then
0

(3.61)

5’mai =

Taking into account (3.55) and (3.56) we have &”(xﬂ_%) = P,(wH_%) (because if z = Ty 1 we
have X; = 1), thus we can first impose

Pi(xi—l—%) = 13i+1($i+%) =0 1. (3.62)

2

It is proving that a; 1 belongs necessarily to the set of values defined by o' and a7, with the

correction (3.61). In fact the coefficient two (given in the original paper of Collela and Woodward)
which appears in (3.61) is not optimal . For instance, in the case of constant space stepsize, the
factor three insures a better adaptability to the physical behaviour, in particular with respect to
the stiffness in propagation front phenomena.

The second correction algorithm : an algorithm for monotonicity. To insure good
properties for the reconstruction (TVD property) we want to insure the parabolic monotoni-
city built on each cell. Parabolic because P; is a degree two polynomial, monotone because the
following behaviours for P; are impossible after this correction (see figure 6).

For the moment this property is not true : for instance in the standard reconstruction of the
cut-off function the monotonicity property is not verified after the first correction. The following
algorithm realizes it by ajusting the values at interfaces of the polynomials.

It contains three phases :

First phase :
it (Peiy1) —af) (oF = Pilw,_y)) <O

then P,(mz_%) —ai and Pz, 1) —aj (3.63)

1
2
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T N N S

F1G. 6 — Impossible behaviour for P; after the second correction algorithm.

Remark 10. This first phase means that if P,(wﬂ_%) and Pz(wz_%) are not on both sides
from a} then we put P,(:cH%) = R(IEZ_%) = a. Evidently if the test of this first phase is
valid it is easy to see, from (3.55), that P;(x) = R(iBH_%) = a7 on Y, and the polynomial
F; is constant therefore monotone on ;. If the test of the first phase is false we are, for
instance, in the following configuration (see figure 7) and we do eventually the corrections
of the second or third phases (in any order for the tests) so that the previous boundaries
values for P; given by Pi(xH%) = ;1 and Pz(xz_%) = a;_1 are eventually modified for
secure P; monotone on ;.

F;

.

F1G. 7 — Position of af if the test of the first phase is false.

else :

Second phase :

) = 3af —2P(z;,1) (3.64)

_1
2
else :
Third phase :
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1 2
< —E(H(wi+%) _Pi(xi_%)>
then Pi(z,, 1) — 3a; — 2PZ~($Z~7%) (3.65)
2

It is out of order to justify here this algorithm (this justification requires a long and heavy
discussion). We give only the outcome of it.

Since a; il is between a;' and aj’, |, after reajusting, by this second algorithm, the values of

the polynomlal P; at the boundaries we have necessarily, following a7, ; > a7 or af > af', :

xz+%) S @1 S Pz'+1(-’13i+%) < ey,
or (3.66)

al? > Py z+%) > Qi1 2 Pz'—i—l(xﬂ-%) 2 afy-
Fi(zi_1) < af < PBizgy)
and : or (3.67)

Bz, _1) 2 a > PBiz).

Definition 5. : PPM is define globally by formulas (3.57) and (3.58) taking into account the
first and second corrections.e

The flux function for PPM. After a possible correction of the boundaries values of the
polynomial P;, in injecting (3.56) and (3.55) in (3.50), taking into account (3.46), we find by
elementaries calculations :

(s, (Pilogyy) = 5 (Bai— (1- 20) a,))
u?+1 At
By (any = ROy = Taa oI 20 (3.68)
1 — .
i+3 U1 (R—I—l(wi—k%) (Aaz‘+1 + (1 + V) ag H—l))
u | At
| where v = ZAJ:inH ,ifu "1 <0

2
From (3.62) and the calculation of ! by (3.57), we verify that the evaluation Pi(acz-_i_%)
needs three values a |, af and a, ; likewise P;(x;_ %) needs three values a} ,, a; ; and a}.

Like, by definition, Aa; = PZ(xH%) - B(.’EZ_%) and ag; = 6 (a? -1 (Pz(xz_%) + PZ(xH%))),

taking into account the expression (3.68), the flux 13’Z +1 (A™) depends of five values and the
overall PPM method depends of six values. It is evident that PPM is conservative, it is written
in the appropriate form (3.39) with p = 2 and ¢ = 2. Furthermore it is easy to verify from
(3.68) that F (a,a,a,a,a) = au (because in this case Pi(z;, 1) = Pi(x;_1) = a;,,1 = a, hence
N 2 2 2
(5 terms)

Aa; = 0 and ag; = 0) and the scheme is consistent by definition (3.43). PPM has the required
good properties.

3.4 Monotonicity preserving, monotone schemes : TVD property of Godu-
nov, MUSCL and PPM applied to our transport equation (3.1).

In this subsection, we present the stability in the sense of TVD schemes for the scalar re-
constructions performed by Godunov-type schemes described in subsubsections 3.3.1, 3.3.2 and
3.3.3.
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The key point for a scheme to be TVD is the verification of the total variation diminishing of
the scalar reconstruction (see [23] theorem 16.4). Before to present the TVD-property it seems
useful to justify the relevance of this notion. We see that a scheme like (3.41) can be writing
generally under the form :

a;H_l = /H(a?fpfla a?,p, a’znfp—kla HAd) a?—kq)’ (369)

then we have the following definition :

Definition 6. : A scheme (3.69) is called monotonicity preserving if the operator (3.69)
maps a monotone sequence into a monotone sequence. ®

That’s means if the initial data a) is monotone (either nonincreasing or decreasing) as a
function of ¢, then the solution aj should have the same property for all n. For example if
a? > ag 1 for all ¢ then we should have that ai > ap, for all ¢ and n. This means in particular
that oscillations cannot arise near an isolated propagating discontinuity. For TVD methods we
have the following property : any TVD method is monotonicity preserving (see [23], p. 166).

The monotonicity preserving definition ought be not confuse with the monotonicity of a
scheme :

Definition 7. : The numerical method (3.69) is said to be monotone if H is a monotone
increasing function of each of its arguments.e

This definition means that a]' > b Vi = a?“ > b?“ Vi.

Now it is easy to see that if each step of the subsubsection 3.2.3 is monotone (resp. TVD), so
will be the entire scheme. Since the conservation law we consider here is assumed to be scalar,
step two is monotone (resp. TVD). And, as the cell-averaging step three is monotone (resp. TVD)
too, then if the reconstruction step is monotone (resp. TVD), so will be the entire scheme.

But unfortunately, conservative, consistent and monotone methods are at most first order
accurate (see [16], p. 125). This is why, in the case of a higher-order Godunov-type scheme like
the MUSCL and PPM schemes, we do not expect step one to be monotone. This monotonicity
property would be too strong. On the other hand, the TVD property is a stability constraint
which is weak enough to allow the method to be more than first order accurate in space.

This shows how important is the TVD-stability of the scalar reconstructions performed by
Godunov-type schemes.

It is possible to prove that the reconstruction step is TVD for each method for our problem
(3.1). So, the first Godunov method, MUSCL and PPM applied to our transport equation are
TVD.

4 Modelling of the advection problem in 3D. Splitting methods.

In this section we emphasize only on the numerical modelling of the advection equation in 3D.
We are concern by the advection part of (1.1), let be to solve (recall that C is a vector containing
all the unknowns concentrations of all model species, V is the given three dimensional wind
vector and Cj is the given vector of initial concentrations) :

{ o0 1 din(VC) = 0 V(z,y,2,t) € RS x[0,T] 1)
C(zr,y,2,0) = Co(r,y,2) V(z,y,2z) € R?
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or, for a particular specie a € C,

%—I—dz’v(al_/") 0 V(z,y,2,t) € R x[0,T]
a(z,y,2,0) = ao(z,y,2) V(z,9,2) € R

(4.2)

This equation is solve with the appropriate finite volume method. We called u,v and w the
components of vV
U
V=| v
w

4.1 Formulation 3D of the finite volume method.

This subsection is a generalization of the subsection 3.2.1. Let be ([t”,t”“[ )n cny @ regular
o, . + .. 3
partition of R™ and ([:vi_%,:vH%[ X [yj_%,yﬂ%[ X [zk_%,zﬂ%[)(i,j,k)ezs a partition of R°.

We define time and space steps respectively written by At ="t — " Az; =z 1 — 1z, 1,

i1
Ay; = Yjr1 =Yy and Az, = Zpp 1 =%l the middle points z; = § (z;_1 1+ 1 1), 95 =5 (Y;_ 1+
yj+%), 2 = % (zk_% +zk+%), and the cells by Q; j , = [a:i_f, l+1[>< [yj_f,yﬁrl[x (2, 1 zk+1[

Pratically we should restrict the mesh space to a bounded domain of R®. Then we ought
define boundaries conditions : pratically we impose that outside the domain the solution is
given constant. By that the spatial index (i,j, k) describe a finite set of Z3, says (i,j,k) €

{1’... ,p}x{l,--- ,q}x{l,--- ,7-}_

Now we introduce the average values of the exact solution, at the time #", on each cell by :

+

|,_.m\»—

+
a / / T / a(z,y,z,t")drdy dz. 4.3
ijk — A:E,ijAzk ' Ys ) Y ( )
Suppose that we know approximations a; ik to a; ik
v (i,5, k), aiig N Ay (4.4)
n+1 n+1 —n+1
we want to calculate aijk with respect to awk such that Qi RO

By integration of (4.2) on ©Q; ;x]t", t"*![, by extending in 3D the technic seen in subsub-
section (3.2.1), we obtain the integral form of the conservation law similar in 3D to (3.34)
in 1D

At
—n+1 __ n 1)
Gjjp = Agj — Az; <Fz+2,y, v F L, k) -
At n n At n n
where, for instance, the exact fluxe F’_LF ik is define by (we leave to the reader the writing of
25 )
the other fluxes) :
1 U Yy [P
F" = au)(z, 1,y,2,t)dydzdt, 4.6
i+3.0k At Ayj Az /t /y__l /Zk_l (au) (@1 15y, 2,8) dy (46)
i=3 3
Let be A™ = (a?j k) , suppose we should define numerical fluxes
. (3,5 k)E{L,...,p}x{1,...,q}x{1,...,7}
functions such that :
n n
Fi-l—%,], (A ) ’H—Z,j,k
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F, A™) = F"

,j+%,k( i j+ik
n ny ~ N
B joney A REL

finally, from (4.5) and because we have suppose that V (i,7,k), afy, R gy (see (4.4)), we
calculate the discrete average values (on each cell at time t"*1) by the following scheme :

an+1 —q? ﬁ (ﬁ’

ijk ik~ Az, Z+%’J-,,C(A”)—F. l’j’k(A”)) —

At n n n n At n n n n
= gy (Bt s A = By o (49) = o (B (AN = ey (49) - (40)

Now it suffices to calculate the numerical fluxes functions.
4.2 3D Fluxes calculations.
By simplification we give the details uniquely for ﬁ’z 1k
It is also a generalization of the 1D calculation (see subsubsection 3.2.3). First we suppose
that the wind V is constant. We can solve exactly (4.2) by the characteristic method, that means
that the solution of this equation is given by :
VEERS, Vi>0, a(f,t)=ao (i’—tV) ,
then
VEERE, V20, a(Zt)=ag (f— (t—t")V —t”V‘) =a (:i"— (t—t")V’,t”) :

Therefore (4.6) gives :

1
F'y ., =———F 4.8
it 0k T At ij Az, * (48)
with
tn+1 y]+% zk+%
P, = / / / (au) (2,1 — ult — "),y — vo(t — "),z — w(t — "), ") dy dz dt. (4.9)
tn Y % 2, % 2
For using an unidimensional reconstruction we do the hypotesis :
lv| At |w| At
— k1 d — 1
ij < an Az <1,
by that one has :
v(t —t"
y=olt =) =u+ - 3) 1= Sy g - ) =, (4.10)
H/L/
~oUAL
ij

and, with the same approximation

z—w(t—1t") = z. (4.11)
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Then, taking into account (4.9), (4.6) becomes

tn+1

F" — —t" t") dy dz dt
z+2,],k AtAy] Azk/t / 1 / +3 u(t —t"),y, 2, ¢") dy dz
-2

and using the change of variable z =z, 1 — u(t — t") we have
2

F* t")dyd
i3k AtAyJAzk/ " uAt/ / aley, 2, 8") dy dz
says,
24 — i/m% Fir (2, ") dz (4.12)
’H—%:jak At xT. 17UAt ]k ? I .
i+5
where

fir(z,t") Ay Azk/ / (z,y,2,t") dy dz.
J

But, from (4.3), we know that the averages, Wl’ch respect to variable z, of the function fj(.,t")

are the ajy,. We know also that, approximatively one has (see (4.4)) ajy), = afy;.

Therefore, by any method seen in subsection 3.3, we can reconstruct a function fJ"k from the

a;7k, depending only on neighboring cells in direction &, such that :

VzeR, ]”k( z) = fir(z,t")

1 Tipl
1

=3

the function fjnk(x) is similar to the function a" (z) seen in 1D finite volume method.
Finally, when the wind is constant, we define the numerical flux function in direction x,
from (4.12), by :

-1

. 1 [Tisl _
Fry o, (A7) = / C () (4.13)
’L+2a.77k At i+%—uAt ]k

In the general case where V is not constant we put, like in subsection 3.2.3, see (3.49) and
(3.48) :

n n 1 Titd rn
Fioijn(A") =+ fhi(x) da, (4.14)
xZ.

where
Ui 1 g = WTip 1Y 2, 1")- (4.15)

The formulas for all the numerical fluxes are valid under the hypotesis :

( u?+l i,k At
PERAl

Ax; < 1’

Y (3,5, k Ui+l k| A 4.16
(15.77 )a 4 Jz%yjk <<1, ( )

w™ 1| At
57 k+§

[ A <L




4 MODELLING OF THE ADVECTION PROBLEM IN 3D. SPLITTING METHODS. 27

Independtly, for the same reason seen in subsection 3.2.3, we impose furthermore a stepsize
restriction, the following CFL condition :

_A-'E'H—l < u™ 1 . At < A.’I:i,
Z+§7.77k
v (3,5, k), —AY L SO AL S Ay, (4.17)
_AZIH—I < ij,k—F% At < Azk.

These conditions are necessary (see again paragraph “The CFL condition” in 3.1.1) for
the construction of a 3D finite volume method. They don’t say that they are sufficient for
stability (see an example in 4.4). The TVD property of a finite volume scheme is a 1D property.
Examination of definition for stability (in a sense to precise) and necessary and sufficient condition
to make it in a 3D finite volume scheme, is out of our presentation (see [14] for the aficionados).

4.3 A synthetic formulation

To introduce splitting method we define the operators

RUL oI {L ey 3 {L s}y AL e pIX{L, ey g} X {1, ey
u: A" — <_AA; <Fi+%,j, g (A") — Fi—%,j, k (An)>)(i,j,k)
RUL P} {L ey 3 x {1}y R{L o P}x{L, ey @} X {1, 7}
o A — (_AA;J' (Fi’ﬁ'%’ R (A7) = Fi,j*%a k (An)>)(i,j,k)
and
RUL oI, {1y} g AL o p}X{L ey g} X {1, o)
D, :

AP — (—A%ti (Fi, gkt (A7) = E, k=3 (An))>(i,j,k)

by that our conservative scheme is written :
A = (1d + @, + B, + By,) (A"). (4.18)

N. B. : The approximations (4.10) and (4.11) means than the transport of particles in the
time interval [t",#"t1] are only possible according to the directions (Oz), (Oy) and (Oz), says
uniquely between cells with a common face. It don’t exists, in this approach, diagonal fluxes.
Furthermore, due to hypotesis (4.16), we are waiting eventually to small stepsize in time.e

4.4 Splitting methods.
This methods are usually used. Any technics are possible. The described method is one of
the simplest.

4.4.1 Principle of the method.

Instead apply to A" the operator Id+®,+®,+P,, we apply successively the operators Id+®,,

Id + ®, and Id + ®,,, that means that we replace the scheme A™*! = (Id + @, + @, + ®,,) (4")
by :

A" = (Id + @) o (Id + ®,) o (Id + &) (A™). (4.19)
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This time-splitting is equivalent to do the transport of particles according to the direction
(Oz), then according to the direction (Oy) and finally according the direction (Oz). That means,
in the time interval [t",#"!], we cancel in three successive steps two of the components of the
wind V : first v and w, then u and w, and finally v and w. In this context the hypotesis (4.16)
is useless. In any phase of this algorithm, the transfer of particles are already parallel to axes.
But, in return, the stepsize time limitation (4.17) is always necessary.

4.4.2 Existence of diagonal fluxes.

By this splitting the transfer of particles is possible not only between faces, but also between
cells having a common edge or vertex. In this sense the splitting is better well-suited to solve the
3D transport.

For instance exists the 2D classic test of the cone in a 2D rotating wind field monodimen-
sionally divergence free (that is g—g = g—z = 0), proposed by Crowley [4], for which the splitting
method gives better results that the method without splitting (see [3]). Unfortunately, for some
other tests, when the monodimensional divergence of the flow field is not zero (% # 0, g—z # 0)
the time-splitting algorithm creates over- and undershooting errors that increases with time (see
Easter [12]). For instance consider the 2D strong deformational flow of the Staniforth and al
(see [33]) which is divergence free (that is divV = g—g + g—; = 0) but not monodimensionally
divergence free, which is the general case. Then, when A" is constant and equal to a on all
the cells, the no-splitting method gives the exact solution A™*! = a, whereas the time-splitting
method produces on artificial gradient in a that increases with the simulation time. It would
be interesting to correct the time-splitting method such that it gives also the exact solution.
Clappier (|3]|) has developed this correction factor. Consider the time-splitting method (4.19) in
2D, let be

AML = (1d + ®,) o (Id + @) (A") = [(Id + ®,) + ®,(Id + )] (A"™), (4.20)
then Clappier introduce an appropriate corrector ¥, such that
AT = [(1d 4 @) + @, (1d + &, — T,)] (A"). (4.21)

By that, the time-splitting method, for the test of Clappier-Staniforth, gives the exact solution
because, when A™ is constant and equal to a on all the cells, ®, = ¥,, and (4.21) gives

A" = (1d + @, + ®,) (A7)

that is the scheme without splitting. Furthermore, for the Crowley test for which the field is
monodimensionally divergence free, ¥,, = 0 and the corrected time-splitting scheme is the original
time-splitting scheme (4.20) which all its performances. For more informations the reader can
consult [3].

4.4.3 Alternating splitting.

We can, see [3] for results, inverse at each iteration the order of the factors in (4.19), that
gives :
(Id 4+ @) o (Id + @,) o (Id + @) (A™) if n is even,
AL = (4.22)
(Id + @) o (Id + ®,) o (Id + By) (A%) if m is odd.
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4.4.4 An illustrative example.

Now, we are going to explore “manually” a very simple numerical case in 2D. We suppose
Az; = Ay; =1 and we are taking a diagonal wind (u = v = 1). For the initial condition we put :

1 if (Z,]) = (i07j0)
0 if not

the experience time is fixed to T' = 1, we consider the square showed in figure 8 (we don’t precise,
in this example, the domain €2 at which this square belongs ; it is out of interest for our purpose).
We suppose in first experiences At = %

0 0 0 0 0 0
0 0 0 0 1 0

Jo| 1 0 0 Jo 0 0 0
0 t=0 o t=1

F1G. 8 — Diagonal wind : initial condition and exact solution.

The figure 8 shows the initial condition and the exact solution obtained by the characteristic
method according to the diagonal wind. Following the necessary CFL condition (4.17) the accep-
ted maximum stepsize is 1. For this elementary problem it is easy to see that the three associated
schemes 1D (Godunov, MUSCL and PPM) have similar fluxes expressions, near a coefficient, to
the Godunov scheme that we recall (see (3.53)) :

u:q_% ai if u;:_% >0

Fy 1 (A") = F(a},alyy) =

N

uZ:_% a,, if u;’_l_% <0
We know that the Godunov scheme is the upwind scheme.
In the no splitting case, (4.18) gives in 2D :

A = (1d+ @, + ®,) (A").

let be, with the given stepsize in space and time, % = %, and :

n+1 n. n

aij = aj; = 5(ai; —ai_1;) = 5(a; —ai;1) (4.23)

N =

we see that aZ}'l don’t depend of a7" ; ;_;, the diagonal flux is numerically missing in this scheme.
Therefore one has at time ¢t = 0.5 :
1

1 1 1
1 0 0 0 0 0
Q40,50 = Dig,jo — §(ai0,jo - a'Z'O*l:jO) - 5(0‘1'0,]'0 - aiO:jO*l) =1- 5(1 - 0) - 5(1 - 0) =0,

.. 1 _1 1 _ 1 1 _ . _ . .
similarly a; 11 ;0 = 35 @i jo+1 = 3 .and Qjo41,5o+1 = 0, at tllme t_— 1 the cells values are indicated
on the figure 9. We see a deformation along the second bisectrix.



4 MODELLING OF THE ADVECTION PROBLEM IN 3D. SPLITTING METHODS. 30

o | o |o o | o |o 1o | o
0 0 0 i 0 0 0 i 0
o)1 | o | 0 fo|o 1o fo|o | o L
ig ip ig
t=0 t=0.5 t=1

Fi1G. 9 — Diagonal wind : resolution without splitting for At = 0.5.

In the splitting case we have (see (4.19)) in 2D :

AMTE = (1d + ®,) o (Id + ®,) (A"),

with . a4l
(Id+ @) (A") = a'j — 5(“?,]' —a ;) = wfl_l’],
and )
(Id+ ®,) (A") = wfm—l
That means n n n n
Qi = Qi+ a1+ C;zq,j + 11 (4.24)
we see that aZ}'l depends on ;" ;_;, the diagonal flux is considering.

c2 C

%VTND c3 ca

FiG. 10 — Diagonal wind. Splitting 2D

The formula (4.24) shows (see figure 10) that the value in cell C1 (at right and top of the

figure), for the given wind of our example, is equal at the sum of the values on the four described
cells divided by four. Therefore one has at time ¢ = 0.5, a%o,jo =1 azlo+1,jo =1 azlo,joJrl = 1 and

azlo o+l = i, and at time ¢ = 1 the cells values indicated in figure 11.

oo | o oo |o Ll L
o |0 |o A S Y § 01 | %
R N N R
0 10 )
t=0 t=0.5 t=1

Fi1G. 11 — Diagonal wind : resolution with splitting for At = 0.5.

In the two cases the solution is flatten out and spreading out by diffusion.

But we know , by the CFL’s condition, that At = 1 is possible. With A¢ = 1 then, in the no
splitting case we have ale,jo = -1, all0+17j0 =1, a}o,jOH =1 and azl0+1,j0+1 = 0; the no splitting
method gives, in this example, no positive solution.
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The splitting method is advantageous, it can be seen really in this example. Furthermore
many numerical experiments prove it.
On the other hand, for the splitting method we find :

(Id+ @) (A") = a'j — (ai'j — a1 ;) = ai" 4y j,

and
(Id+(1)v) (An) = 1] 1
that means a"}'l = a?—1,j—1- Therefore in one iteration (because At =T = 1) we have azlo o =0,
Zlo+1,J0 0, aj, o1 =0 and a%0+17j0+1 = 1, we obtain the exact solution.e

N.B. : In all the experiences the total mass is preserved in a time iteration. The scheme is
conservative according to the theorical analysis.e

4.4.5 Analysis of the last experience : positivity and sufficient condition for stabi-
lity.

i) Positivity : In the no splitting case it appears no positive solution. In fact it would be
necessary to do an analysis of the positivity (and also of the stability, it is possible in this very
simple case) of a scheme. A scheme is positif if A" >0 =  A™*! > 0. It can be prove that
for a splitting (resp. no splitting) scheme a necessary condition for positivity is, for Az; = 1 and
u=v=1 At <1 (resp. At < %) That explains that in the scheme without splitting, when
At =1, the condition of positivity being violated, it appears negative solution.

ii) One sufficient condition for stability for this very particular example . We can
given (for this case, we insist) a sufficient stability condition for the no splitting case. In finite
dimension (the finite number of cells), all the norms are equivalent. Define the norm I! by

la™ = laf;l.
irj

In introducing At, (4.23) becomes :

1
ainj = aj; — At(a; —aily ;) — At(af; —ai;y)

let be :

4,j—1

1
afft = 2(5 — At)aj; + Atail, ; + Ataj,

Suppose now 0 < At < %, we have

Z|"+1 ——At)—i—At—I—At > lapl =" layl.

2 2

and we obtain the stablhty relation }; ; |a; ""'1 < Xi;la;l- We find a sufficient condition (for
stability) 0 < At < 5 (here it is the same that the condition for positivity), near notations,
similar to (18.7) in [23].e

Furthemore we see that the splitting gives better and better results when At is increasing
until Aty = 1. The problem of the positivity, with an associated At,,., different of the At
given by the CFL’s condition, is typical of the transport modeling in dimension strictly greatest
than one.
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5 Modelling of the chemical differential equations

This presentation summarize the concepts for solving ODE’s (Ordinary Differential Equa-
tions). For more informations, inside a profuse literature, the reader can refer to [6] (in French),
[15] and [20].

5.1 Generalities.

The chemical system of nonlinear differential equations doesn’t have generally an explicit
solution. It is necessary to dispose of robust and cheap numerical methods. Furthermore the
chemical system is stiff, that means the solutions are characterized by very different scale time,
and by that simple numerical method, like the Euler-Cauchy method, abort.

5.1.1 A first method : the Euler-Cauchy method.

Let be Iy = [to, to +T], T > 0, a close interval of R and a continuous nonlinear function f
from Iy x R™ in R™. One wish to solve the following system of ordinary differential equations :

y,(t) = f(ta y(t)), t € Iy,
{ y(to) = yo, o given in R™ (5.1)

We suppose that (5.1) has an unique global solution y € C*(Iy ; R™) on the interval I;. Note
that the solution of (5.1) verify the following integral equation :

y(t) = 3o + ttf(s, y(s)) ds, L€l (52)

Now let be a subdivision of the interval Ij :
to<hh <...<th <...<ty=tg+T
and we put

hpn =tn41 —t ; h= max hy,.
n n+1 n ) 0<n<N—1 n

For built an approximation method for (5.1), we remark from (5.2) that :

tni1
Y(tni1) = vn + / £t y(®)) dt. (5.3)

Like
tn+1
[ v0) = b)),
we replace the relation (5.3) by :

Yn+l = Yn + hnf(tna yn)a 0<n<N-L (5'4)

It is the Euler-Cauchy method or the explicit Euler method or the forward Euler
method : from the initial condition yo we do the calculation by (5.4) of the sequence (yn)o<n<n-
A natural question is to know if y, represent an approximation of y(¢,). We put

en = Y(tn) — Yn (5.5)
and we search if
lim max | e,]|=0 (5.6)
h—0 0<n<N

where || . || means a norm in R™. That is the convergence question.
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5.1.2 Local troncature error :

It is define by the error done when we replace the numerical solution y, by y(t,) in (5.4), so
we define the quantity
en = Y(tnr1) — Y(tn) — hnf(tn, y(tn)) (5.7)
called the local error of troncature. If y is a little more regular, y € C2(Iy ;R™), a Taylor
expansion up to the order two gives :

tn+1 n h’IQ'L n
@fi/ (tns1 — $)9/(s) ds = 24" (60, tn < O < tg (5.8)
tn

Another evident relation is useful, from (5.4) and (5.7), by definition of e,, we deduce

ent1 = en + hn(f(tn, Y(tn)) — f(tn, yn)) +en (5.9)

5.1.3 Lipschitz condition for numerical convergence :

For study the convergence of this method we suppose that the function f verify a global
Lipschitz condition on the interval Iy, i.e. it exists a constant L > 0 such that :

1 f@ y) =t 2)ISL [ly—=z] Vi el,Vy, zeR". (5.10)

then one prove that the Euler-Cauchy method is convergent. Furthermore if the solution y of
(5.1) belongs to C?(Ip ; R™) we have :

len [I< h/t 1Y"(s) | exp(L(tn — ))ds (5.11)

the error is in O(h), one says that this method is a first order one, that implies to use small
stepsizes and in many cases it is expensive. Happily it is possible to use more sophisticated
methods with largest stepsizes.

5.1.4 A second method : The implicit Euler method or backward Euler method
That is define naturally by
Yn+1 = Yn + hnf(tnt1, Ynt1), 0<n <N -1 (5.12)

At each step for calculating y,41 one must consequently solve an nonlinear (in general)
equation in R™ and by that this method is called implicit, ¥,1 is not immediatly given. For
this reason the coast of this method can be eventually greatest than those of the explicit one.

We define now naturally the local troncature error by

en =Y(tn+1) = y(tn) — haf(tnt1, Y(tnt1))- (5.13)
By a taylor expansion up to the order two we have

tn
Y(tn) = Y(tns1) — hnt/ (bns1) + / (tn — )" (5) ds,

tn+1

therefore one has :

tn h2
%:—/ (tn = 8)y"(s) ds = =14/ (0n),  tn < On <tnin, (5.14)
tn41

and, with the same previous definition of the error e,, (5.9) becomes

ent1 = €n + ho(f(tns1, Y(tns1)) — ftns1, Yni1)) + en (5.15)
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5.1.5 Stiff problems : explicit or implicit schemes ?

The Euler-Cauchy method allows an approximation of solution for (5.1) under the Lipschitz
condition (5.10). When the Lipschitz constant L is “not too great” (resp. is “too great”) one says
that the differential systeme is well-conditioned (resp. ill-conditioned) on the interval Ij.
Consider for instance the following problem.

We suppose tg = 0, let be a scalar function slowly varying g € C!(Iy), we consider the
differential equation (see [8] p.6)) proposed by Shampine and Gear :

Uho 2w g M EF 510

The solution is
y(t) = (yo — 9(0)) exp(=At) + g(2) (5.17)

When A > 1 (it is a very simple verification to see that the Lipschitz constant L (see (5.10))
is then A), the equation in (5.16) is ill-conditioned. If yo # ¢(0) and if ¢ is a regular function
with slow evolution, we understand that, in an initial phase, in a time interval of order % (the
scale time ), the solution y(t) is strongly varying, it is the transient regime or the boundary
layer. After a time of order %, the contribution of the exponential term in (5.17) becomes
quickly negligible and we have y(t) ~ g(t), it is the slowly varying solution , this phase is called
permanent regime or regular zone. The word regular is used in the sense of the derivatives
being essentially smaller than the derivatives of the transient part of the solution.

For our problem (5.16), the relation (5.9) gives
ent1 = (1 = Ahp)en + €,

Like ey = 0, by recurrence one verify easily that

€np = ni ( nl:[ (1 - )\hk)> €] (518)

=0 \k=l+1

with the convention [JfZ} = 1.

Thus the contribution to e,, up to the time %,, of the local error troncature ¢; evaluate at

the time #; < t,, is equal to
n—1
( I] a- )\hk)) €.

k=I+1

In the boundary layer one has, from (5.17), y”(t) ~ A\?; furthermore from (5.8), the local
troncature error ¢ behaves like (Ah;)? and it is necessary to choose h,, very small (because A > 1)
such that the local troncature error let be weak.

In the regular zone one has, from (5.17), y"(¢) ~ ¢"(t) and the local troncature error behaves
like (g"hn)?, like g is slowly varying ¢" is small and it is a priori possible to use a greatest stepsize
hn such that € let be small again. Unfortunately like A > 1, if we are choosing a greatest timestep
hn, such that €, let be small but with Ah, > 1, | 1 — Ah | becomes very great and the errors at
time ¢; > t, are expanded (see (5.18)), the method becomes unstable. This condition of numerical
stability imposes a severe restriction on the stepsize h (for the simplified case h = constant).

2
|1-Ah|<1, letbe O<h<x



5 MODELLING OF THE CHEMICAL DIFFERENTIAL EQUATIONS 35

The explicit Euler method is inadequate for solving ill-conditionned differential pro-
blems.
N. B. : We remark that the h, choice is essentially controlled, in the case of this explicit
method, by numerical stability rather by accuracy. This situation is typical when applying an
explicit method to a stiff problem.e

If we apply now the backward Euler method (5.12) to the equation (5.16), by (5.15) we obtain
now

€n+1 = m(en + 6n)7
and
f=S (T4 519
n = €. .
e\ L T4, !

Thus the contribution to e,, up to the time ¢,, of the local error troncature ¢; evaluate at

the time ; < t,, is equal to
n—1
I )
1+ Mg |

k=041

In the boundary layer it is still necessary to choose h, < % such that €, let be < 1. But in
the regular zone it is now possible to choose h, such that we have together

Ahp >1 and | en | 1.

In effect like m is by that very small, the errors at times #; < t,, are strongly damped. The
implicit Euler method is very stable and well convenient for the numerical resolution of
differential systems ill-conditionned.

This analysis concerning the Euler method is representative for using implicit or explicit
method to stiff problem. The implicit methods are highly recommended for solving stiff
problems.

Remark 11. : If we suppose that the function f wverifies the Lipschitz condition (5.10), then
if Lhy, < 1, (5.12) has an unique solution y,+1 € R™ and the backward Euler method is
convergent.e

5.1.6 Consistency and order for onestep methods.

Consider once more time the differential problem

"(t) = f(t, y(t), tely
{ z(to) =, :;/7 given in R"g (5.20)

A onestep method is defined by

Yo = Nn given in R™,

where @ is a continuous function from Iy x R™ x [0, hg] in R™. Note that for the Euler-Cauchy
method

O(t,y;h)=f(t,y),

and the function @ is independant of h.
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For the backward Euler method, we suppose that the equation (see (5.12))
z—hf(t+h, z)=y

admits for all y € R™ an unique solution z € R™ (it is true if the function f verifies the conditions
of the remark 11) that we note z = ¢(t ,y ; h), then we put

®(t,ysh)=f(t+h, o(t,y;h)).

In a general sense we shall say that the onestep method (5.21) is explicit if the exact
calculation of ®(t,y ; h) needs the evaluation of f for a finite number (¢,y) values. The method
is said implicit in the contrary case. For any solution y of the differential problem (5.1), we
introduce the local troncature error defines by

en = Y(tnt1) — Y(tn) — hn®@(tn ,y(tn) ; hn), (5.22)

so that
y(tn—H) = y(tn) + hn(p(tn ay(tn) ;h'n) + €n, (5'23)

the sequence y(t,)o<n<n appears like being the numerical perturbated solution.
The order of this perturbation permits to define the order of the scheme (5.21).

Definition 8. For the onestep method (5.21) we call order of this method the greatest integer p
such that
y(t +h) —y(t) —h®(t ,y(t) ; k) = O(WPH), (5.24)

this for all function f with p continous derivatives and all solution y for (5.1). The method is
said conststent if the order isp > 1.

The onestep scheme (5.21) is of order p under a necessary and sufficient condition (see [6],
p.95).

5.1.7 Stability for onestep methods.

It is a continuity result for solution with respect to datas, this uniformly with respect to
h = maxg<n<n—_1hp. One consider the perturbated system

Zn+l = Yn T+ hnq)(tn ) %n ;hn) + M (5'25)

Definition 9. The onestep method (5.21) is said stable if it exists a constant M > 0 independent
of h such that
N-1

o2 | — 20 < M(Jyo =20 | +n§_jo |0 ) (5.26)

That means, when the onestep method is stable, a “small” perturbation on the datas implies
only a “small” perturbation on the solution even if h tends to zero (with many rounding errors).

The onestep scheme (5.21) is stable under a Lipschitz condition carrying on ® (see [6], lemma
5.3, p.93).



5 MODELLING OF THE CHEMICAL DIFFERENTIAL EQUATIONS 37

5.1.8 Definition of the convergence for onestep methods.

Definition 10. We shall say that the onestep method (5.21) is convergent if the conditions h
tends towards zero and ny, tends toward n 1mply

ogzagXN | y(tn) — yn | tends towards zero,

where y(.) is the solution of (7.42) and y, is the solution of (5.21).

Now taking into account this definitions, one has the following key result, almost evident to
prove (see [6], p.92) : If the onestep method (5.21) is stable and consistent then it is a
convergent one.

5.1.9 A-stability.

What are the stability properties that it is desirable that a numerical method holds ? Consider
the scalar differential equation
yl=-xy, AeC (5.27)

the general solution y(t) = ypexp(—At) remains bounded when ¢ — oo if and only if Re\ > 0,
and tends towards 0 when t — oo if and only if Re A > 0. It seems natural to ask that a numerical
method verifies similar properties.

Consider first the Euler-Cauchy method (5.4). Applied to equation (5.27) with a constant
stepsize h, in putting z = A h one has :

Ynt1 = (1 = 2)yn

then
Yn = (1 —2)"yo
Therefore 1, remains bounded when n — oo if and only if z belongs to the disk in the

complex plan
D={z€C; |1-2 < 1}

One says thatD is the absolute domain of stability of the method. Remark that, if z
belongs to the interior of D, y, — 0 when n — oo.
On the other hand the backward Euler method (5.12) gives :

1
Yn+1 = myn
hence 1
_ n
Yn = (1 T z) Yo-
This time, y, remains bounded if and only if z belongs to :

D={z¢eC ! < 1}
={z ; .

In this case, the absolute domain of stability encloses the half-plane Re(z) > 0 ; one says
that the backward Euler method is A - stable. Moreover, if Re(z) > 0,y, — 0 whenn — oo ;
this property is called strong A-stability. We understand now the interest to work if possible
with A-stable methods.
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5.2 Higher order methods : Runge-Kutta methods and multisteps linear me-
thods

The previous Euler methods are only of the first order. In practise one uses higher order
methods which present a better "quality-price profit”. It exists two principal types of higher
order methods which are currently used. The first type consists of the Runge-Kutta methods
which belongs at the class of the onestep methods. The second consists of the multisteps linear
methods.

5.2.1 Runge-Kutta methods.

These are onestep methods with order p > 1. For simplify this introduction for modelling the
differential equations we refer to Crouzeix [6] chapter 5 for these methods.

5.2.2 Multisteps linear methods.

The use of several approached values permits to obtain methods with less higher coast. These
methods are called multisteps methods : more precisely when calculation use the ¢ previous
values Yn, Yn—1, ", Yn—q+1, We are speaking about method with g steps. Such a method requires
g starting values o, Y1, - -, Yq—1- To simplify we suppose that the step h,, is constant and egal
to h in all the following. The classical multisteps methods are the Adams and the backward
differentiation methods. We consider always the problem (5.1).

We obtain a large class of multistep methods by the following process : we integrate (5.1)
between t;_,, and t;4n

tH—n
i) =yltiom) + [ (8 y(O) dt (5.29)
ti—m
and we approach the integral in the second member by tii_tz P,(t) dt, where P,(t) is the in-
terpolation polynomial for the function ¢ — f(¢, y(¢)) under the points t;, t;—1, -+, ti—q. By
noting
bt —tiy
ko 27 i—k
k#j

the j-th Lagrange polynomial, one has by the elementary Lagrange polynomial formula (see for
instance Crouzeix [6], p.6)

q
Py(t) =D _ L) (ti> y(ti-s))- (5.30)
=0
Remark 12. : When g =0 we do the convention Lo(t) = 1.e

Therefore we have the following approached formula

titn q
Y(titn) — Y(timm) = f(ti—jay(ti—j))/ Li(t) dt =1 Bif (ticjyy(tiy)), (5.31)
i=0

ti—m

where
1 [ti+n
si=3 [ Lo, (5.2)

ti—m
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let be, by the change of variable h s = ¢t —t; for the integral, taking into account (5.29) (if ¢t = t; 4,
then s = n because t;, = t;+hn, furthermore t —t; _ = t—t;+ (t; —t;_x = hs+ (th—(i—k)h) =
h(s +k) and t;—; —t;— = h(k — 7)) one has:

/ s+k
mko

k#j

The previous relation 5.31 suggests the iterative scheme

q
Yitn — Yiem = > _ Bif (tiej, vieg) (5.33)
=0

Adams methods. For n =1 and m = 0 we have the Adams-Bashforth methods with ¢+ 1
steps, i.e.

q
Yir1 =yi +h Y Bif(tivgs vij) (5.34)

=0

where
s + k

Bj = / (5.35)

0 k=0

k#j

N.B. : For ¢ = 0, by convention Ly(t) = 1 (see remark 12), then Sy = 1; from (5.34) we
find again the Euler-Cauchy method (5.4). That justifies this construction of explicit multisteps
methods like Adams-Bashforth methods.e

When n = 0 and m = 1 we have from (5.33) the Adams-Moulton methods with (¢ + 1)

steps, i.e.
q

Yi = Yio1 + hBof (tivi) + B> Bif(ticjs vivg), (5.36)
=1
where
/ stk (5.37)
1o B — ]
k#j

We see, from (5.36), that now y; is implicitly given.

N.B. : For ¢ = 0, Lo(t) = 1, then By = 1; from (5.36) we find now the Backward Euler
method (5.12). That justifies this construction of implicit multisteps methods like Adams-
Moulton methods.e

When n = 1 and m = 1 we obtain the Nystrom methods. In particular for ¢ = 0 we have
the Milne method

Yir1 = Yi—1 + 2hf (ti, yi), (5.38)

Remark 13. : When h, = h(= constant ¥Yn) (it is the framework of our presentation), it is
possible to calculate by recurrence the B; coefficients for Adams-basforth and Adams-Moulton
(6], p.115-116).0
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Backward Differentiation Formulas : BDF methods. The previous Adams methods can
be inefficacious on a really stiff problem. It may be interesting to use BDF methods because they
have better stability properties (see [6], chapter 7, where we can find also the following construc-
tion of BDF schemes). Suppose known the approached values y;, y;—1,- -+ of y(t), y(ti—1), .
We suppose also, to simplify, that the step h = t; 41 — ¢; is constant Vi (in fact all the following
is strictly valid if one replace h by h; = t;+1 — ;). To find an approximation y; 1 for y(¢;4+1), we
consider P; , the Lagrange interpolation polynomial with degree < r such that

Pir(tit1-5) = Yit1-j » J=0,1,---,r (5.39)
We know from (5.30) that :

Pip(t) =) yir1—5L;(0), (5.40)
§=0

with, see (5.29),
T
t—tir1—
Li(t) = % (5.41)
heo (t+1—j — li+1-k
ks

Then we approximate (5.1) by the scheme

d
%Pi,r(ti—l—l) = f(ti+1, Yit1)- (5.42)
Carry out the change of variable s = % and put
h .
aj=————forj>1,  pi,(s)=Pi,(t),

tiy1 — tit1—j
(5.42) becomes
Piy(0) = =R f(tiv1,vit1)- (5.43)

If we introduce the following polynomial in s
wigr(s) = (1 —a1s)(1 —ags) -+ (1 — ars), (5.44)

one checks easily, by this change of variable, that (5.43) is

"L a?w; - (0)
W, (0)yiss — Y Tm = —hf(tis1, Yir1)- (5.45)
j=1 2,7 aj
Putting
S s R M RO

from (5.45), like w;,(0) = 1, the standard form for the implicit BDF scheme is finally :
. r .
Yir1 — hbLf (tivt, yir1) = D @b, yir1j. (5.47)
j=1

Then it is useful to express (5.46). One finds, if r > 1
1 1

FX
bi = — = ai- (Jl]br

RO VTR 1S )
k#j

(5.48)
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Furthermore if r = 1, then a1 = WL—% = 1 and (see (5.44)) w;1(s) = (1 — s), therefore
w;1(s) = =1, Vs. Finally if 7 = 1 from (5.46) one has :

b =1 and ai,l =1. (5.49)
Examples of BDF methods. Ifr =1, (5.47) and (5.49) give :

Yix1 = hf(tiv1,Yit1) +vi, Vi>0 (5.50)

we find again the Backward Euler method.

If 7 = 2, then as = § (we have always a; = 1), therefore by (5.48), one has : b} = 2, a’i,Q =3
and agg = —%. From (5.47), the associate BDF scheme is the well-known scheme with constant
stepsize :

4 1 2 :
Yirr = gV = g¥i-t + ghfltivn gir), Vi1 (5.51)

5.2.3 Any comments and properties about multisteps methods.

For an introduction to a study of Adams methods (with variable stepsize) see [6], chapter 7.
The methods (5.33) and (5.47) belong to the general framework of the multisteps linear
methods

QkYitk + U 1Yith—1 + -+ 0oys = h[Br firk + Br—1 fixh—1 + -+ Bofi]- (5.52)

where f; = f(ti , i)

If B # 0 (5.52) is an implicit equation in y;,,. We note that the starting of the method
(5.52) requires the knowledge of the initial values y; = n;, % = 0,--- ,k — 1. For avoid this
drawback one use methods with number variable steps. We begin by a onestep method, then
with two steps for calculate ys9, etc.

The method (5.52) is characterized by the coefficients ag,--- , a9, Bk, , Bo, or by the poly-
nomials

{ at) = apth +ap 1 tF 1+ (5.53)

B(t) = Bt* + Bp_1tF 1+ -+ By

we suppose o 7 0 and | ag | + | Bo [> 0, by that the method is really with & steps.

Thanks to (5.53), after convenient definitions for consistency and stability, it exists elegant
and simple sufficient and necessary conditions for polynomials «(t) and 8(t) which secures conver-
gence (always taking into account the theorem : consistency + stability = convergence) of the
multistep method (5.52) (see [20], theorems 5.5, 5.6 and 5.10 in chapter 5). Summarize the results.

Theorem 1. The scheme (5.52) is consistent if and only if :
a(1) =0, o/(1)=p(1) # 0.

Theorem 2. The scheme (5.52) is stable if and only if :
the roots of a(z) (z € C) are of modulus inferior or equal to one and those with modulus equal
one are simple.e

Theorem 3. The scheme (5.52) is convergent if and only if the conditions in theorems 1 and 2
are verified.e
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Naturally we should solve, at each time, the implicit equation (5.52). Let be L the Lipschitz
condition of the function f (see (5.10)). To insures that the solution y;; is unique we suppose
that h < h, L|(\lﬂk‘| then, with this hypotesis, (5.52) can be solved numerically by the convergent
successive approximation method (point fixed method)

>_A

k—
I+1 Bk a; Bj
yz(+k: ) — h' f i+k> yz—}-k a_ZyH—J - h fZ+]) =0,1,---

=0

.

Evidently the constant L is pratically irrelevant. That means that for h sufficiently small one
can solve the equation (5.52) by any convenient method.

For instance for BDF2 we have a(z) = 22 — 3z + + and S(2) = 222 then, (1) = 0 and
(1) = % = (1) hence, by the theorem 1, BDF2 is consistent. Furthemore the roots of a(z) are
one and %, by the theorem 2 this scheme is stable. Then BDF2 is convergent. Furthermore we
suppose the condition Lh < %, by that (5.51) has an unique solution. In fact the BDF method
is really optimal because one can prove that the coefficients «;, 0 < 4 < g, are determined such
that the associated BDF method has the maximum order possible (i.e. order two for ¢ = 2).
Furthermore, we have a negative result due to Dahlquist ([7]), it says : “it don’t exists method
(o, B) A-stable with order strictly higher than 2”, and one can prove that the two step methods
w1th order 2 Wthh are A-stables are characterized by the two conditions as > 2, Bo > 22, Like

a9 =1 and B2 = 5, BDF2 is A-stable. Concerning the domain of stability, BDF2 is also optlmal.

5.3 Specific methods for chemistry modelling.

We exhibit here two methods which are usually used by the chimists. The method founded
on a Quasi-Stationnary State Approximation called by that the QSSA method and the
Two-Step method.

5.3.1 The QSSA method.

Consider for instance the following chemical mechanism :

k1
—
M1+ X Mo+ X 5.54
1 E 2 ( )
ko
My — P (5.55)

where the k's are the speed reaction constants and M;, My, X and P are chemical species
with concentrations Cy, Cy, Cx and Cp. The reaction speed for any reaction are given by
the elementary kinetic law, i.e. the product of the reaction constant (for this reaction) by the
concentrations of consumed species. If one suppose that the concentration Cx is constant, the
dynamic of this system is linear and the system of ordinary differential equations is given by :

9 = —(k1Cx)Ch + (k—1Cx)Ch
(5.56)
9% = (k1Cx)C1 — (k—1Cx + k2)Co

The specie P is the product of a noninvertible reaction and don’t have an effect under the
evolution of species M; and M. The first equation in (5.56) means that the specie M; is lossed
(resp. producted) by the direct (resp. inverse) way of the first chemical reaction in (5.54). It is
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usual to note, for a specie %, the production term by P; and loss term by L;. For instance for the
specie M; we have

% =P — L1Cy, with P = (k_10X)02 and L1 = k1Cx. (5.57)

Let be now the equation associated to the specie 4

dC;
dt

=P, — L;Ci. (5.58)

frequently the P; and L; terms depend on ¢ , the vector of the concentrations for all the species
which constitute the chemistry mechanism. It is more appropriate to write

X P(0) - LGy (5.59)

All the system can be written in the nonlinear form

—

ac () 5 ) — L(t, C1)C(1). (5.60)

T f(t, C(t) = P(t,

Qu

where C(t) = (C1(t), Ca(t), - ,Cm(t))T, P(t, C(t)) is a vector and L(t, C(t)) is a diagonal
maftrix.

Now we suppose that all the concentrations are known at time ¢. Let be a time interval [¢, t+
At]. The principle of the QSSA method (see [21]) consists to suppose that during the stepsize
At the quantities P;(C) and L;(C) are constants (it is the quasi-stationnary state approximation
valid for At sufficiently small) and equals respectively to P; and L;. Taking into account this

assumption, for all specie 7, (5.59) becomes :

dcC;
dt

_ B LcC, (5.61)

which is easy to solve explicitly between times ¢ and ¢ + At. One finds

P, _
C;i(t) = L—Z + Xexp (—Lit), te[t, t+ At], (5.62)
7

where ) is a constant. Let be Cj, = L%: the equilibrium concentration associated to dd(i" =
0 = P; — L;Cje, then from (5.62) with ¢ = ¢ + At one has

Ci(t + At) = Cie + Aexp (—Lit) exp (—L; At),
finally, always from (5.62) with ¢ = ¢, the solution of (5.61) is :
Ci(t + At) = Cie + (Ci(t) — Cie) exp (- L;At), (5.63)

We can now, from (5.63), define an characteristic reaction time for specie 7, let be 7; = L%
Knowing this characteristic times it is possible to class the species in three categories :
- the slow species for which 7; > 100At,
- the middle species for which % < 7; < 100A¢,
- the quick species for which 7; < %.
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How it runs? For the quick species, supposed to be almost instantaneously at equilibrium,
(5.61) becomes
0 = Pi(t + At) — Li(t + At)C;(t + At)

and we use the approximation

Pi(t + At)

(2

(5.64)

But during the transient periods, i.e. at the beginning of the simulation or at sunset and
sunrise any number of species quickly develop between an equilibrium with photochimical effect
and an equilibrium without photochimical effect. Then it is necessary to a small stepsize time
(in order to 1s). Furthermore the quick species highly coupled with other species ask a particular
treatment because the P; and L; terms change inside the steptime, the quasi-stationnary state
assumption is not valid. For avoid this problem we do some iterations for the resolution of (5.61)
for a quick specie, inside the stepsize At = 1s, with actualization of quick species concentrations
in P; and L; terms. Practically in five iterations the quick species are in equilibrium. During this
transient periods we don’t use (5.63).

For the middle species, we use explicitly the solution given by (5.63).

Finally for the slow species, the associated concentration Cj is sufficiently slow such that a
linear approximation for (5.64) is permissible (remember that the evaluation of an exponential
term is expensive) during a stepsize time. One decides to do the approximation exp(—L;At) =
I — L;At. Therefore, if 7; > 100At, one evaluate C;(t + At) by :

Ci(t + At) = Ci(t) + (Cie — Ci(t)) LiAt. (5.65)

Computational errors connected with QSSA methods are difficult to assess.

5.3.2 A particular case of multistep method : the two-step method :

Founded on a implicit BDF formula of order two (similar to (5.51)) solved by a Gauss-Seidel
iteration.
For r = 2, with variable stepsize, the BDF formula is written (see (5.47))

Yir1 — hibsf (tiv1, vig1) Z%Z%H —j (5.66)

where aj-,Q (for j = 1,2) and b are given by (5.48).

ti—ti—

el i (e+D)?

- _ i

Putting ¢ = 3—= 5., by elementary calculations, one checks that by, = &5, af 5 = 55, and
(c+1)® _ 1
c2+2¢ T 242

If we put away the explicit part, by the previous expressions of a’i,Q and ag,Q, from (5.66) one
has :

2
; (c+ 1)y —yi L
Y, = Za;ﬂyi—l—l—j = (c2 _|_Z2c) - (5.67)
j=1
Hence, if we put v =
Yir1 — hivf(tiv1,vim1) = Y. (5.68)

we find the formula given in the original work of J.G. Verwer ([38], formulas (2.1) and (2.2)),
with the same expressions with respect to ¢ for v and Y;.
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We emphasize that second order is sufficient because for reactive flow problems a low level of
accuracy of, says, 1% is good enough. A higher level is thought to be superfluous, due to errors
made in other (operator splitting) processes and uncertainties in the reaction constants of the
chemistry models.

The Gauss-Seidel method exploits the chemical kinetics form (5.60), by which (5.68) can be
written as

Yir1 = Yi + hiy[P(tit1, vit1) — L(tit1, vis1)vit1],

or
Yir1 = F(yir1) = (I + hiyL(tiz1, viv1)) - (Vi + hiyP(tis1, yir1), (5.69)

where index means that the unknown values of the concentrations are taken at time ¢;1. That
is the appropriate formulation for a straightforward application of Gauss-Seidel iteration to
the nonlinear system of equations y = F'(y) because, like the matrix L is diagonal, the matrix
(I+hiyL(ti+1,yi+1)) is diagonal and immediatly nonsingular, that makes this process essentially
an explicit one.

For simplify we denote by y = (y;4+1) € R™ the vector of unknown concentrations at time
ti+1, and let be ¥y = (y1,¥2,-** , Yk, - »Ym) the components of y. The Gauss-Seidel method

consists to calculate, when ygl)a ’yy(,i)fp T ylg:l_)|_17 yl(cl), yl(cljll), ey ,yélﬂ), y§l+1) are known, y,(clﬂ)
by :
I+1 I+1) (141 +1) @) (@
y]E; ):F(y](_ )7y£ )a 7y](<;71)7y12;)7y]£;ip ’ygrll.))’ (570)
then by a similar formula we calculate y,(cl_:_ll ) until ysrllﬂ). After, if necessary, we pass to the

(I + 2)-iteration for Gauss-Seidel.

N.B. : The two-step method means principally that we calculate y;; from y; and y; 1, these
are the two-steps! After we use the Gauss-Seidel method for solving the implicit equation (5.68).
Due to the special form of the chemical modeling the Gauss-Seidel method is very convenient
for solving this implicit equation. In this particular situation it is desirable to rename the BDF
method of order two by two-step.e

Note that this technic can be implemented in a completely similar way into a diagonally
implicit Runge-Kutta code, says, into one or order with two stages.

6 One example of the modelling of the air pollution problem :
the CHIMERE software.

It is not possible to give a description of all the models in this field. Mainly I roughly describe
CHIMERE-continental, a newly developed European scale Eulerian chemistry transport model
developed at Laboratoire de Météorologie Dynamique, Ecole Polytechnique, Palaiseau, France
which, I thing, gives a good idea of the problems encountered and associated solutions and
mechanisms for solve it. A comparison between models should be desirable but, following the
objectives and associated constraints the modelling ought be adapted, and this comparison is
not easy to do, any one has its field of interest. By that the description of one model can done
more precise information than a survey.

Recall that the mass continuity equation for the concentrations of chemical species in the air
pollution modeling is (1.1). Independtly of the numerical resolution and meteorological input,
the major steps of the modelization concerns the chemical mechanism, emissions, deposition,
together with the advection, diffusion and boundary layer modelling.
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6.1 Chemical mechanism.

Naturally it is desirable that a model can include different gas phase chemical mechanisms.
For instance CHIMERE offers this possibility but usually use the original scheme MELCHIOR
(Lattuati [22]), an updated and extended version of the EMEP mechanism (Simpson [31]) suited
to polluted as well as unpolluted environments. MELCHIOR, describes more than 200 reactions of
80 gaseous species. In MELCHIOR the hydrocarbon degradation is fairly similar to the EMEP gas
phase mechanism and represents the major pathways of ozone build-up from industrial, traffic
or biogenic (isoprene) emissions, and it has been used for many pollutions studies (Simpson
[31], Simpson [32]). Six hydrocarbon species (ethane, butane, ethene, propene, isoprene, and O-
xylene) represent alkane, alkene and aromatic compounds. Their oxidation by OH, Oz, yields
11 oxygenated compounds, including formaldehyde and higher aldehydes, ketones, bicarbonyls,
unsaturated carbonyls and alcohols. Several adaptations have been made with respect to this
mechanism, in particular for low N0, conditions at nighttime for instance. All rate constants
have been updated from Atkinson and al. [1] and De Moore and al. [9]. Heteregeneous reactions
are not included, but the effect of the clouds on the photolysis frequency is taken into account.
A list of the model species and of the complete set of chemical reactions is presented on the
internet (http ://euler.polytechnique.fr/chimere).

6.2 Emissions in CHIMERE.

The estimation of emissions and depositions is a physical, technical and difficult evaluation
problem : a lot af data are missing together in space, in time, for species; there are also uncer-
tainties and it is evidently an important cause of errors in the models for pollution. A effort will
be made in the future for improve these datas and their use.

CHIMERE requires input emission data for 16 model species. Annual data for anthropic
emissions for the four classes NOz, SO3, CO and nonmethane volatile organic compounds (NM-
VOC) are taken from the EMEP data base for 1997 (see the web site http ://www.emep.int).
NMVOC emissions have been to be split into 12 classes represented within the models chemical
mechanism. To this purpose they are first distributed for each country into different broad ac-
tivity sectors (traffic, solvents, industrial and residential combustion, others), according to data
prepared by IER (Institute for Energy Economics and Rational Use of Energy) in the frame-
work of the EUROTRAC/GENEMIS project (GENEMIS [10]). Second, for each sector, NMVOC
emissions are split into 32 classes with similar structure and reactivity, following a classification
of Middleton and al. [25], and using VOC profiles again from IER. Third, VOCs from these 32
classes are aggregated into the 12 classes represented within CHIMERE, by applying mass and
reactivity weighting as proposed by Middleton and al. [25]. It is clear that the uncertainty in
the spatial distribution of individual VOC emissions is large, as VOC profiles are the same all
over Europe, with the exception of traffic, where national differences (for example, distribution
gasoline/diesel) are taken into account. Monthly, daily and hourly variations of the emissions
are modeled by imposing variations available from the GENEMIS [10] data base. For biogenic
emissions of isoprene and terpernes in CHIMERE we refer to Schmidt and al. [28].

6.3 Deposition in CHIMERE.

Dry deposition is considered for 23 of the model species ¢ and is parametrized as a downward
flux Fy; = —wugc; out of the lowest model layer with ¢; being the concentration of species in
this layer, and ug; is the deposition velocity. This velocity is, as commonly, described through a
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resistance analogy (Wesley and Hicks [39]) by

1
Ud, =
i Ry + Rp; + Re;

The aerodynamic R, = (cpv) ! is calculated from the drag coefficient for momentum cp
(see [39]) and the wind speed v in the lowest layer.

According to Hicks and al [11] the quasi-laminar resistance Ry ; is calculated as

2 Sc;
R = k. (Pr) ’

where Sc¢; and Pr are respectively the Schmidt and Prandtl number, k is the von Karman’s
constant and the friction velocity wu, is inferred from the meteorological data by means of the
Louis [24] parametrization.

Following Erisman and al. [13| the surface resistance R.; can be calculated from a number of
different other resistances accounting mainly for stomatal and surface processes which are again
dependent on the land use type, taken from the RIVM data base ([34]). For the exact calculation
of R.; the reader is referred to [13]. For more informations see [28].

6.4 Advection, diffusion and boundary layer modelling

Recall that the wind is given. The ECMWF (European Centre for Medium-Range Weather
Forecasts) data are used for CHIMERE. Only the horizontal advection is calculated with pie-
cewise parabolic method (PPM) or with a simple first order approach (the original Godunov
method) depending of species. Contrary to the horizontal wind components, vertical wind is not
taken directly from the meteorological input, but calculated to enforce mass balance. This is ne-
cessary as the vertical resolution of the models for meteorology and pollution are often different
(that is the case for the ECMWF and CHIMERE grids). Vertical mass fluxes are calculated with
a first order approach (the original Godunov method). Furthermore the lateral diffusion is often
neglected as it is commonly done in mesoscale models with horizontal resolution of several tens
of kilometers (see Chang and al. [2]). Only the vertical diffusion is parametrized with an eddy
diffusion approach, as indicated in equation (1.1). Meanly the pollution essentially exists within
the boundary layer or mixed layer, between the top of the surface layer (between the ground at 0
m and about 50 m) and a maximum height of 2500 m. The vertical eddy diffusion K (depending
of z) is implemented, following a profile approach after O’Brien [27] by :
(2 — 2)? 0K K,

_K,
K., — K, + (2 — Zs)(g(zs) + 2ﬁ

S

)]

Due to the bulk Richardson number, the height z; of the boundary layer is defined. The height
of the surface layer is assumed to be equal to the lowest model layer (i.e. about 50 m). K, the
diffusion coefficient at the top of the boundary layer, is fixed at 0.05 m?s~! and considered valid
in the free atmosphere (above the mixed layer). The diffusion coefficient at the top of the surface
layer K,, and the respective gradient %—Iz{(zs) are parametrized as linear functions of the height
of the boundary layer only. The fluxes resulting from the vertical diffusion are calculated with a
first order spatial differentiation.

The bulk Richardson number R(z) is defined as

_ (0(2) = 60)(z — 20)
Rz =g 0(2)(V(2) + Vini)
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where zg is the altitude of the first ECMWEF model level (about 35 m), Viin = 0.1ms™ ! is a
minimal wind speed in order for the Richardson number not to go to infinity, V(z) = (u(z), v(2))
is the horizontal wind profile in z and 6(z) denote the vertical profile of virtual potential tempe-
rature. Finally 0y = 6(zg) + 6/ is assumed to represent the virtual potential temperature at the
base of the thermals; here 6/ is a ramdom temperature departure with exponential distribution
and mean 1 K. We calculate a boundary layer height z; as the altitude at which R(z) = 0.15.
The modelization of this height together with the vertical eddy diffusion K is also an uncertainty
problem. For more details we refer to [28] and Vautard and al. [37].

6.5 The model in 3D.

Here we emphasize only on the link between the modelling of the advection equation and
the modelling of the chemical differential equations. In CHIMERE the second-order two-step
algoritm is used. Recall it (see (5.69)) :

Yir1 = F(yiz1) = (I + hivL(tis1,vis1)) " (Yi + BiyP(tis1,¥it1)),

in this formulation P indicates the chemical production (such that we define it, for instance, in
(5.57)) and emissions, and L indicates the chemical loss (see (5.57)) and deposition.
In the last equation, one has the following definitions (see the two-step method in subsub-

section 5.3. 2) Py = bh = ey with @y = FHIE and (see (5.67)) Y; % with

- In the case of constant stepsize time we easily verify that v = % and Y; = 4‘1”_#
because ¢ = 1. Therefore we have

ior = (T4 hia Dltisn,vien) ™ i — 50i 1+ his Pltii,pisa) (6.1)
we find again, near notations, the formula (8) in |28].

In (6.1), the previous production and loss terms P and L are now replaced by the modified
terms P = P+ P,+ P, and L = P+ Lj, + L,. By that we take into account the 3D transport term
div(VC) and the 3D eddy diffusion term div(KC). P, and P, denote the temporal evolution
of the concentrations due to horizontal (only advection) and vertical (advection and diffusion)
inflow into the concerned cell, Ly and L, the temporal evolution due to the respective outflow
divided by the concentration itself.

The question is now : how we determine P, and Ly 7 Like we are working in 2D we use the

following conservative scheme (see (4.18))
AL = (Id + @, + @) (4"),

with At
ny _ _ —" I n ~. ] n
QU(A ) - A.’L‘Z ( z—|—2,](A ) z %,‘](A ))(Z,j) b

and
At

ny _ _ =" [§ n n n
P, (A") = Ay; ( ij+3 1(A") — i,j—%(A )>(i,j)'
The term Pj (resp.Ls) sum the posmve (resp. negative) terms (the inflow (resp. outflow)

term) in Fz+ 4(A4™), FZ._%,].(A”), ”+ 1(A™) and F (A”) Finally we estimate these four

terms by one (ev1dent1y the same for these four terms) of the methods seen in section 3.3.
We can find a more complete description and evaluation of this model designed for seasonal
simulations and real time forecasts without the use of super-computers in [28], where details about
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the implementation and evaluations of the modeling are given. The reader can also complete its
information, and appreciated validation of the CHIMERE model, in [37] for forecasts of the ozone
over Paris area and in Menut and al. [26] for sensitivity studies of photochemical pollution using
the adjoint of this simplified chemistry-transport model.



7 APPENDIX 50

7 Appendix

7.0.1 Direct proof of the convergence of the one-sided scheme (3.16) for a regular
solution.

We are to do the demonstration of the convergence of the upwind scheme for illustrate the
technical proceed. In this very simple case it is possible to do it without any particular difficulty.
We shall see how the Courant number occurs.

Theorem 4. One suppose that ay € C*(R) is periodic in time with period L, we note a the evact
solution of the problem (3.1). Let (al) be the numerical solution obtained by the one-sided scheme
(3.16) with (a?) = ao(x;) for all index i. We suppose also that |v| = |uAt| < 1. Then, for all
T > 0, there exists one constant Cp > 0 (only dependant of ay and T) such that

sup lai — a(z,t")| < Cr(At+ Azx).e (7.1)
1<i<M0<t"<T

Proof We do it in the case u > 0 and for the left one-sided scheme. Since the exact solution
given by a(z,t) = ag(z — ut) belongs to the class C? on R x R, we have from (3.30) :

a(z;, ") — a(z;, t") N a(z;,t") — a(wi—1,t")
U
At Az

At
= TGItt(iL'i,tn + )\?) —

Aw
2 a/zz( — MK atn) (72)

with 0 < A7 < At,0 < p? < Az. Call €] the right member of (7.2) and define K = supg<, <, |(a0)"(z)|-
Like azz(z,t) = (a0)"(z — ut), ay(z,t) = u®(ap)" (z — ut), we obtain the majoration :

K 2K
|“|2 Az + —— At (7.3)

Now introduce the numerical error e = a* —a(x;, t"). By difference between (3.30) and (7.2)
we obtain :

gt~ el el n
= —¢ 4
At +u Az > (74)
therefore
el = (1 —v)el +vel | — Ate?, (7.5)
where v is still the Courant number. For n > 0, denote E™ = sup; ;< |€7|- As ( here appears
the hypotesis about ) 1 —v > 0 and v > 0, from (7.3) and (7.5) we deduce :
K ’K
et < B + At(|u|2 Az + “2 At), (7.6)
and
n—+1 n |u| K
E" <E"+ AtT(l + |u|)[At + Az). (7.7)
As E° = 0 (because a? = ag(z;) for all index i), we deduce easily from (7.7) that :
K
E" < nAt%(l + |u|) (At + Az), (7.8)

which is exactly the desired inequality (7.1), with Cp = |“‘fT(l + |ul).e
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7.0.2 Analyse de Fourier. Stability [? and convergence in this norm.

The previous proof, can be less easy for more complicate scheme. Generally to prove the
convergence of a scheme it is useful to use the fundamental Lax theorem (see for instance [23]
p.107). This fundamental convergence theorem for linear difference methods says that for a
consistent linear method, stability is necessary and sufficient for convergence. Noting

e = (e?)lgjsM and e} =a} — a(z;,t").
We can first define the [°*°-norm by

| € |loo= sup |€]|.
J

Ideally one might hope for convergence in this norm but it is unrealistic in approximating
discontinuous solutions. The pointwise error in the neighbooring of a discontinuity typically does
not go to zero uniformly as the grid is refined even though the numerical results may be perfectly
satisfactory. So a more popular norm is the {2-norm define by

M

2,1

| " lla= (Az Y |e7]") 2.
i=1

What follows show the I?-stability for the two-level schemes (in time).

All begin which the following result. Consider for instance the matrix A defines by :

B v 0 ... 0 «
a By

: B v 0
0 a [ v
vy 0 0 a B )

This matrix is said circulating for all real numbers «, S and . Observe that all the previous
two-level schemes can be write under the formulation a”t! = Aa™. Then we have :

Proposition 2. Let be a circulating matriz A of the order M. Then A is diagonalizable and has
for eigenvectors the vectors Xy, (for 1 < k < M) with coordinates :

exp (Qiﬁm)

VM

Proof Introduce the following circulating matrix of the order M :

(Xk)j = for 1<j< M.e (7.10)

0 1 0 ... 0\
0 0 1 0
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It is a permutation matrix, and one verifies easily that :

0 0 0 1
1 0 0 0
g |0 (7.12)
0 ... :
0 0 ... 1 0

Calculating all the powers of E, we see (it is an immediate verification) :

00 1 .. 0\
00 0 1 0 °
=0 " (7.13)
: 1
1 0
01 0 ... 0 0)

it is also a circulating matrix : the diagonals of the matrix E are shift to the right. By recurrence
on the powers of E we verify that EM~! is precisely the same that E~! and therefore EM = I
(I being the identity matrix of the order M). Hence any circulating matrix is written simply :

A=Al +ApE+--- + .AlMEM_l, (7.14)

where Ay, for 1 < j < M are the elements of the first line of A.

Now it suffices to verify that the M eigenvectors define by (7.10) are the eigenvectors of F
(we know evidently that an eigenvector of F is also an eigenvector of EJ for 2 < j < M — 1),
indeed one has :

M

The M eigenvalues (A;)1<kx<m of the matrix E being distinct, this matrix (hence all circula-
ting matrix .A) is diagonalizable.e

EXp = MNXi A =exp <2"”> . (7.15)

For instance we see that (7.9) can be written :
A=pBI+yE+aEM™t =BT +yE + aE~L. (7.16)

From (7.14) (or in the particular case (7.16)), we can determine the eigenvalues of A taking
into account the eigenvalues of E given by (7.15), the eigenvalues of E~! being evidently inverse
of the previous.

The previous proposition engage us to work in the eigenvectors basis (Xy)i1<k<nm (that we
call the Fourier modes). For all a = (a;)1<j<m € CM, we can write a = Z,ICVI:l by X and the
coordinates (bg)1<k<nm in the eigenvector basis are connected to the coordinates (a;)i1<j<m by a
“discrete Fourier transform”, from (7.10) one has directly :

1 < %jkm
aj:—Zbkexp< ) for 1<j3< M. (7.17)
VM M
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Now it is an algebraic exercise to verify, like (Xj)i<k<p is an orthonormalized basis : if
a = (aj)1<j<m and b= (by)1<k<m are two vectors in CM verifying (7.17), then b is given by the
discrete inverse Fourier transform :

M .
1 2zyk7r>
b, = — a;e — or 1<k<M, 7.18
k \/sz::l 7 Xp( M f = = ( )
and

M M
S obel =" lasl (7.19)

k=1 j=1

Now it is easy to study the convergence of the implicit or explicit schemes in the /2 norm.
Begin first by the left one-sided scheme (3.10).

Proposition 3. When 0 < v < 1, the left one-sided scheme (3.10) converge in the 1> norm : if
the solution of (3.1) is sufficiently regular, then for all T > 0 :

lim (sup || " ||2> =0, (7.20)

Az, At—=0 \ pn<T

by noting ™ = (en

and e” =a” — a(z;, t").o
J>1S]SM j (]’ )

J

Proof From (3.10) and (7.16), it is here where the periodicity condition (af = a’,) of the
problem is important, the left one-sided scheme can be written a™*! = Aa™ with :

1—v 0 0 0 v
v 1—-v 0 . 0
: 1—v 0 0
0 v 1-—v 0
0 0 0 v 1—v

hence A = (1 — v)I + vE~! and, from (7.15), the eigenvalues of A are :

kT
M

/\kzl—u—i—uexp(— ) for 1<k<M. (7.22)

An easy calculation carries away :
2
> =1+20(v—1) (1 — cos (%)) , (7.23)

then, like by hypotesis 0 < v < 1, one has |A\z|> < 1 for all index k.
By decomposition of @™ in the basis (Xj)1<g<nr such that a” = Zkle b X}, we see that :

M M
a"t = Aa" =) HRAX = bEAX (7.24)
k=1 k=1



7 APPENDIX 54

like we have also ™! = Z,ICVIZI b} X}, by identification one finds b}t = \gbP. But M2 <1
for all index k, consequently we deduce the following inequalities :

P+ < |bp? < |02 (7.25)
Finally by (7.19) (these being independant of time ¢") we can conclude in writing :
M M
AmZ‘an| —A.’EZ n| SAmZ‘bg‘zzAmZ‘agf (7.26)
k=1 k=1 k=1

it is exactly the I? stability and by the Lax theorem the left one-sided scheme converge, i.e. one
has the inequality (7.20).e

Remark 14. The key point of the 1% stability is the proof of the inequalities |/\k|2 <1 for all
index k.o

I? unstability of the centered scheme. For the centered scheme these inequalities are not
satisfied whatever the v value. This scheme can be written (see (?77?)) :

n+l _ n v o, Vo n
Cb,i = CLi — Eai_i_l + §ai_1

Hence A=1—%E + 5E~! and, from (7.15), the eigenvalues of A are :

A =1— %exp (23’;”) n %e:ﬁp (—ﬁ’}”) . for 1<k<M, (7.27)

then
/\kzl—iusin(%ﬂw), for 1<k<M, (7.28)

and
IAk]2 =1+ % sin? (2’%) : (7.29)

Like [Ag|? > 1 Vk and Vv the centered scheme is always {2 unstable.e

Remark 15. We verify that if [v| < 1 the centered scheme is unstable. This necessary CFL
condition is well not sufficient for stability. This justify the comment about the CFL condition at
the end of the subsection 3.1.1.e

Remark 16. The previous 12 stability analysis is valid for the two-level schemes in time. For
the three-level schemes the analysis is a little more technic.e

‘ Schemes ‘ 12- stability ‘
Left One sided (3.10) Yes, only ifu >0and 0 <v <1
Centered (3.18) No, whatever the v value , except v =0
Lax-Friedrichs (3.19) Yes, under the condition |v| <1
Lax-Wendroff (3.23) Yes, under the condition |v| <1
Centered Implicit (3.26) Yes, whatever the v value
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7.0.3 Numerical experiments.

Consider the following problem where u =1 :

ar+ay, =0 for (z,t)ERXR,
0 if 0<2<0.3

a(z, 0)=< 1 if 03<z<0.7 (7.30)
0 if 0.7<z<1

a(z, 0)=a(z+1,0) VzeR

which ag is periodic (evidently in space) with period 1 but contains two discontinuities by period.
This type of function is called a cut-off function or a “square wave”.

At the time t=1, the exact solution and the numerical solution obtained by the left one-sided,
Lax-Friedrichs and Lax-Wendroff schemes are displayed, for the Courant number v = %, on the
figures 12, 13 and 14.

N. B. : The exact solution of (7.30) is given by a(z, t) = ag(x —t), at time ¢ = 1 that means
a(z, 1) = ap(z — 1) and by periodicity the exact solution on the space interval [0, 1] is the same
that the initial condition.e

a(x, 1)
——— approach
exact
14—
12—
_02;7
=047
| | | | | X
0 0.2 0.4 0.6 0.8 1

F1G. 12 — Advection of a cut-off function with the left one-sided scheme.

We see that the discontinuities for the solution are highly spreading out by the first order
schemes. The second order Lax-Wendroff scheme restore better the shape of the cut-off function
but it appears spurious oscillations. The following subsection explains these phenomena.
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(x,1)
——— approach
exact

14—

12—/

-02-

-0.41—
| X

| | | |
0 0.2 04 0.6 08 1

F1G. 13 — Advection of a cut-off function with the Lax-Friedrichs scheme.

a(x, 1)
——— approach
,,,,, exact
14—
120

1

0.84

0.6

0.4

0.2

0

-0.2

=047

X

| | |
0 02 0.4 0.6 08 1

Fi1G. 14 — Advection of a cut-off function with the Lax-Wendroff scheme.

56
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7.0.4 Equivalent equations. Dissipative and dispersive effects.

Introduce now the equivalent equation for a mumerical scheme which is a powerful tool to
analyse the behaviour of a scheme. Let us write the left one-sided scheme (3.10) under the form :

a(z,t + At) n ua(w — Az, t)

= 0. 31
At Az 0 (7:31)

If a is a regular function satisfying the difference-equation (7.31) for any point (z,t) € R x R,
then one can write the following Taylor expansions

At Azx
at + 5 att + O(A?) = —u(ay — — oo + 0(Az?)) (7.32)
Then we say that the partial derivative equation :
t A
as + Tcztt = —uay + uTgca,m (7.33)

is “approached up the order 2” by the left one-sided scheme.
It is more convenient to rewrite the equation (7.33) with no term ay. Derivating (7.32) with
respect of £, then by respect of z, we obtain :

ayy = —uag + O(Az + At), apy = —uag, + O(Az + At), (7.34)

hence ay = u?az; + O(Az + At). Reporting in (7.33), we have :

At A
a; + TuZam = —uag; + uTacam + O(Az? + At?) (7.35)

By neglecting term in O(Az? 4+ At?), we obtain now, instead of (7.33), the equation :

A At
ar + uay = (u—x —u? " agy (7.36)

2 2
which is the equivalent equation of order two for the left one-sided scheme; like (7.33), (7.36) is
an advection-diffusion equation (the partial derivative a,, is a diffusion term) approached to the

order two by the left one-sided scheme.
By Taylor expansions up to the order three, like in the equation,(7.32), and by appropiate
eliminations, we can obtain the equivalent equation of order three for the left one-sided scheme :
Az At uAz?  uwPAzAt  u?At?

a; + ua; = (UT —u 7)amm - ( 6 - 9 + 3 )azzz (737)

or, taking into account the Courant number v,

uAz uAz?
a; +uag = T(l —V)agy —

(202 — 3v + 1) agee (7.38)

Remark 17. : It is evidently possible to do the same work about the Lax-Friedrichs and the
Lazx- Wendroff schemes, up the order three we have respectively

Az? ulAz?
a; +uag = Q—At(l — %) ag, + (1 —v?)azes (7.39)
A 2
ar + uag = 22 (12 = 1)aggs. (7.40)
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Now it is possible to do, with the equivalent equations, a precise analysis of the numerical
errors. Suppose we advect a cut-off function (for the definition see subsubsection 7.0.3. Numeri-
cally (see figure 13) the Lax-Friedrichs scheme tends to damp the solution, the discontinuities of
the solution are smeared out. Now it is easy to give a first comment. Consider, for instance, the
equivalent equations of order two for the left one-sided and Lax-Friedrichs schemes. The modified
equation is written :

ay +uay = Dag, (7.41)

with D = (u% —UQ%) for the left one-sided scheme, and D = g—gi(l —v?) for the Lax-Friedrichs
scheme. In a numerical experiment with v = 1 and ﬁ—; = %, like in subsubsection 7.0.3, we see
that D = % for the upwind and D = ?’éTw for Lax-Friedrichs. So we expect that upwind is less
diffusive that Lax-Friedrichs, as confirmed in the numerical results (see figures 12 and 13).

Furthermore (see figure 14) with the Lax-Wendroff scheme the cut-off function is better repre-
sented, but spurious oscillations appears at the discontinuities (one checks also that the discrete
maximum principle (see subsection 3.1.1) is not verified by this scheme). To understand this
behaviour observe that the second member of (7.38), (7.39) and (7.40) are of the following form
Agy + MOgzz- S0 we consider the following problem.

Let be A, 4, w,o € R with A > 0 and the equation :

{ at + uay = Mgy + Payry V(z,t) € R x Ry (7.42)

a(z,0) = sin(wzx + ¢) Vx e R

the choice of this initial condition is carried out by a Fourier analysis approach of any initial
condition. We verify that the solution is given by :

a(z,t) = exp sinfw(z — (u + pw?)t) + @) (7.43)

This solution is to be compared with the solution of the following problem (i.e. the initial
problem with the previous initial condition), which is :

{aﬁ—uaw:O V(z,t) € R x Ry (7.44)

a(z,0) = sin(wz + @) Ve eR

given immediatly (by the characteristic method) by u(z,t) = sin(w(z — ut) + ¢). Then we see ,
comparing the two last exact solutions, that the effect of the term Aag, in the second member
of (7.42) bears upon the solution amplitude. If A > 0 the solution is damped in such a way
that the pulsation w is raised, it is the dissipation or diffusion effect. For a difference scheme,
dissipation yields the attenuation (damping) of the amplitude of the Fourier components of
a discrete equation. With an initial data componed of several Fourier modes, that is for the
problem

ot + Uy = Ngy + Pz, V(z,t) € R x R4 (7.45)
a(z,0) = S5 Agsin(wpz + @x) Vz € R ’
the solution
K 2
a(z,t) = Z Ap exp it sinfwy (z — (v + pwi)t) + o] (7.46)
k=1

is “smoothed” more and more with the time because high frequence modes are damped more ra-
pidly. We observe this behaviour for the first order schemes (one left-sided and Lax-Friedrichs).
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For these schemes the principal term of right members for the equivalent equations (7.38) and
(7.39) is well on the form Aay, with A > 1, this is true if u € [0, 1] for the one left-sided scheme
(because A = %(1 —v)) and u € [—1,+1] for Lax-Friedrichs (because A = g—gi(l — v?)). This
schemes are called principally dissipative.

We see also about (7.46) that the term pa,z, modifies the propagation speed u of the solution
and that all the modes progress to a speed higher than u for 4 > 0 and lower than v if 4 < 0;
in this two cases the perturbation affects more modes with high frequency than modes with low
frequency. That effect which modulates the propagation speed according to the frequency is cal-
led dispersive. For the first order schemes this dispersive effect is not very perceptible because it
is hided by the dissipative effect : in fact observe the second members of (7.39) and (7.40) are of
the following form Aagzg + pazee with g = O(Az?) << A = O(Az). On the other hand, this dis-
persive effect is very perceptible for the Lax-Wendroff second order scheme (with no dissipative
effect in O(Az)) : this dispersive effect is due to the oscillations observed numerically because
it preferentially delayes the high frequency modes (as time evolves these highly components dis-
perse, leading to an oscillatory solution) ; this oscillations are delay on the exact solution because
the coefficient p about the third derivative a,,, is negative in the equivalent equation (7.40). In
summary a scheme is dispersive if different Fourier components travel at different speeds.

Remark 18. : In general, the lower-order odd (resp even) term gives the leading dispersive (resp.
diffusive) error term. e
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